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2 Installation

This section covers the installation of PaperCut MF - HP OXP.

2.1 Supported devices

Ensure that the devices on the network are listed as supported devices on the PaperCut MF for HP
page.

2.2 Compatible devices

Ensure that supported HP devices on the network are compatible with PaperCut’s embedded
software solution PaperCut MF - HP OXP:

e they are running HP FutureSmart 4.
For more information, see 2.4.1 Log in to the device’s web interface and 2.4.2 Determine the
device’s HP platform.
Note: This manual is only relevant to supported and compatible HP devices. For more information on
PaperCut’s embedded software solutions for other devices and platforms, contact your reseller or
Authorized Solution Center. You can find their contact information in your PaperCut MF Admin web
interface, on the About page.

2.3 System requirements
Ensure that the following system requirements are met:

e The following entities are available:
o Physical device —administrator and user access, and credentials
o Device’s web interface — administrator access, URL, and credentials
o PaperCut MF Admin web interface — administrator access, URL, and credentials
e The latest version of the PaperCut MF Application Server is installed and running on the
network. For more information, see the PaperCut MF manual.

Note: The minimum compatible version is 18.0.2 or above.
e The networking/firewall configuration allows:
o Inbound connections to the PaperCut MF Application Server from the devices on the
configured ports. For example:
= 9191 (TCP/HTTP)
= 9192 (SSL/TLS/HTTPS)
o Outbound connections from the PaperCut MF Application Server to the devices on
the configured ports. For example:
= 7627 (TCP/HTTPS)
= 80 (TCP/HTTP)
= 443 (SSL/TLS/HTTPS)
e The firmware is v4.6 or greater if using the enhanced user flow.

Copyright © 2010-2023 PaperCut Software International Pty. Ltd., All Rights Reserved. 6 of 103
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2.4 Setup procedure
To install PaperCut MF (i.e. device registration and integration):
e 2.4.1Llogin to the device’s web interface as an administrator
e 2.4.2 Determine the device’s HP platform
e 2.4.3 Uninstall PaperCut MF - HP FutureSmart Legacy
e 2.4.4 Configure the device’s Hold Off Print Job setting
e 2.4.5 Install PaperCut MF

o 2.4.5.1 Install PaperCut MF on multiple devices
o 2.4.5.2 Install PaperCut MF on each device

2.4.1 Log in to the device’s web interface as an administrator
To access the device’s web interface as an administrator:

1. Login to the device’s web interface.
2. In Local Device Account, select Administrator:

Signin

Sign In Methad
Local Device L

Local Device Account
Adrinistrator £

Passwaord

3. If this device’s web interface is being accessed for the first time:
a. Do not enter a password
b. Click Signin.
c. Navigate to Security > General Security.
d. Setthe administrator credentials:

Information  General Copy/Print  Scan/DigitalSend Fax  Troubleshooting  Security

General Security

General Security

Set the Local Administrator Password

An administrator password can be set to prevent unautharized users from remotely configuring the device or gaining access to functionalityfrese
the network administrater at the control panel. This password is also the Device Administrator Access Code at the device.

User Name
admin

0ld Password Hew Password Verify Password

e. Click Apply.
4. If this device’s web interface has been accessed previously:

Copyright © 2010-2023 PaperCut Software International Pty. Ltd., All Rights Reserved. 7 of 103
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a. Enter the administrator password.
b. Click Sign in:
SignIn
Sign In Methad
Local Device ~
Lacal Device Acconnt
Administrator w
Passward
—
| HP Instant Suppart || Shap for Supplies | Product 5u:|:\c'1|
{8 Copyright 2010-2017 HP Developmant Company, LA,

2.4.2 Determine the device’s HP platform
To determine the device’s HP platform:

Log in to the device’s web interface as an administrator.
Navigate to Information > Configuration Page.

3. Verify that the Device Information area’s field HP FutureSmart Level displays HP
FutureSmart 4:

Information General

Copy/Print

Scan/Digital Send  Fax

Device Status

Configuration Page

Job Log

I Configuration Page I

Supplies Status Page Device Information

Event Log Page

Uszge Page

Device Information
Control Panel Snapshot
Remote Control-Panel

Print

Printable Reports and Pages

Open Source Licenses

Product Hame:
Nicknama:

Model Numbar:

Engine Firmware Revision:

Product Serial Humber:
Formatter Humber:

SCE:

HP Colar Laser)et Flow ETTE30
HP Colar LaserJet Flow ETT830
HIAB3ZA

V6.A1.10.03

CH4BICWDTW

EWOD1XT

V3.00.00.47 02-0%

Firmware Bundle Version: 4.4.1

Firmware Revision: 2404001_014114
Firmware Datecods: 20170E04

HP FutureSmart Level: HF FutureSmart 4

NFLC revision:

Hat Installed

Note: This manual is only relevant to supported HP FutureSmart 4 devices. For more information on
PaperCut’s embedded software solutions for other devices and platforms, contact your reseller or
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Authorized Solution Center. You can find their contact information in your PaperCut MF Admin web
interface, on the About page.

2.4.3 Uninstall PaperCut MF - HP FutureSmart Legacy

If PaperCut’s embedded software solution PaperCut MF - HP OXP is already installed, then ensure to
first uninstall it before attempting to install PaperCut MF - HP OXP.

To uninstall PaperCut MF - HP FutureSmart Legacy:

Log in to the device’s web interface as an administrator.
Navigate to General > Solution Installer.

Select PaperCut.

Click Remove...

P wNPR

Copy/Primt  Scan/DigitalSend Fax  Troubleshooting  Secwrity  HPWeb Services  Networking

+| Control Panel Solution Installer
Customization
Ouick Sets
Alerts Salutions are accessary software packages that can be installed to extend or modify the functionality of the product. After a solution is installed, it will appear in the
Control Panel Settings App Installed Salutions

General Settings
AutoSend

Edit Other Links
Ordering Information

Device Information

Languags Mote: Removing solutions may require restarting the device,
Firmware Upgrade
= Install New Solution
Date/ Time Settings
Choosa File

Energy Settings th File

Back up and Restare

Reset Factary Settings Note: Some solution installs will cause the device to restart.

Solution Installer

Ouota and Statistics Services

The device reboots and restarts to uninstall PaperCut MF - HP FutureSmart Legacy from the
device:

Solution Installer

The product is restarting to complete the operation.
ﬂ Please wait a few minutes, then refresh this page to see if the product has restarted. This web server will not be available until the product restarts.

Solutions are accessory software packages that can be installed to extend or modify the functionality of the product. After a solution is installed, it will appear in the Installed Solutions section below.

Installed Solutions

There are no solutions installed.

Note: Removing solutions may require restarting the device.

Install New Solution
Choose File

Note: Some solution installs will cause the device to restart.

5. Verify that PaperCut MF - HP FutureSmart Legacy is uninstalled from the device:

Copyright © 2010-2023 PaperCut Software International Pty. Ltd., All Rights Reserved. 9 of 103
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Solution Installer

Solutions are accessory software packages that can be installed to extend or modify the functionality of the product. After a solution is installed, it will appear in the Installed Solutions section below.

Installed Solutions

[ There are no solutions installed.|

Note: Removing solutions may require restarting the device.

Install New Solution

Choose File

| Choose File

Note: Some solution installs will cause the device to restart.

2.4.4 Configure the device’s Hold Off Print Job settings
To configure the device’s Hold Off Print Job setting:

1. Login to the device’s web interface as an administrator.
2. Navigate to General > General Settings:

Information  General Copy/Primt  Scan/DigitalSend Fax  Troubleshooting  Security HP Web Services Networking

+] Contral Panel General Settings [ Help
Customization

Quick Sets
Alerts

Jam Recovery
Control Panel Settings App

General Settings Use this feature to reprint jammed pages.

Autamatic
AutoSend @
Edit Dther Links The praduct attempts to reprint jammed pages when sufficient memory is available,
- off
Ordering Information
The praduct does not attempt to repring jammed pages, Because no memery s used 1o stare the most recent pages, performance is optimal.
Device Information on
Languags .
The product always reprints jammed pages. Additional memory is allocated to store the last few pages printed. This might cause overall performance to
Firmware Upgrade suffer,

Date/Time Settings Hold DFf Print Jab

Energy Settings . . . . . . i ]
Enable this feature if you want 1o prevent print jobs from starting while a user isinitiating a copy job fram the contrel panel, printing a jab fram the praduct

Fark up end festore job storage. or printing from a USE drive. Held print jobs start printing afeer these types of jobs have finished,
Reset Factory Settings Hold OFf Print Job
Solution Installer Enabled ~

Ouota and Statistics Services

3. Change the Hold Off Print Job setting from Enabled to Disabled.
Note: This setting is enabled by default, delaying printing by 15 seconds.

Hold 0Ff Print Job

Enable this feature If you want to prevent print jobs from starting while a user is initiating a copy job from the contrel panel, printing a job from the product
job storage, er printing frorm & USE drive. Held print jobs start printing after these types of jobs have finished,

Hold OFf Print Job

[ Disabled -

4. Click Apply.

2.4.5 Install PaperCut MF
To install PaperCut MF (i.e. device registration and integration):

1. Login to the PaperCut MF Admin web interface.
2. Navigate to Options > Advanced.

Copyright © 2010-2023 PaperCut Software International Pty. Ltd., All Rights Reserved. 10 of 103
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3. Inthe External Hardware Integration area, select Enable external hardware integration (for
supported devices only).

4. Click Apply.

5. You can use any one of the following options:
e 2.4.5.1 Install PaperCut MF on multiple devices
e 2.4.5.2 Install PaperCut MF on each device

PaperCut MF 19.2.0 introduced a feature to create multiple devices in bulk through a CSV file via
server commands. In 20.0.0 we added a way to load this CSV file via the PaperCut MF Ul. You can find
the feature under: PaperCut MF > Devices > Create multiple devices.

Using this feature increases your operational efficiency by significantly reducing the time taken to
add devices to PaperCut MF. From version 20.0, this feature also allows for you to add devices to
PaperCut MF before such devices are delivered to their installation site, such devices are added with
a “Staged” status. The scenario for “Staged” devices applies when the system admin already knows
all the device’s attributes prior to its delivery. For more information, see the Enhanced Deployment

Project.

Note: If you are running a version prior to PaperCut MF 19.2.0, then this is the only applicable
option.

To install PaperCut MF on each device:

Log in to the PaperCut MF Admin web interface.

Navigate to Devices.

Click Create Device.

In Type, select HP OXP.

In Device name, enter a descriptive name for the device.

Optionally, in Location/Department, enter location or department details of the device.
In Hostname / IP, enter the network name or IP address of the device.

NV AW

In Device's administrator username and Device's administrator password, enter the same
administrator credentials (username and password) used for the device’s web interface. For
more information, see 2.4.1 Log in to the device’s web interface.
9. In Function, select the required device jobs:
o Track & control copying
o Track & control scanning
e Track & control faxing
e Enable print release
Note: For more information, see 4.6 Secure print release and 4.7 Device jobs.
10. Click Ok.
11. Verify that PaperCut MF is installed on the device (i.e. device registration and integration is
completed):
e The PaperCut MF Admin web interface’s Device Status displays the status Started -
Device is ready for user to login.
Note:

Copyright © 2010-2023 PaperCut Software International Pty. Ltd., All Rights Reserved. 11 of 103
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o If the Device Status displays any other status, then see 6.2 Device Status
"Started (with errors)".

o If the PaperCut MF Admin web interface displays the following warning, then see
4.2.1 HTTPS Security (recommended):

Enable SSL to secure communication between PaperCut and the device. Refer to embedded manual to enable SSL.

e |If the device’s HP FutureSmart 4 Firmware Bundle Version is 4.5.5 or above, then the
device displays a white screen with the following default message (to customize this
message, see 4.11 Device’s first screen message):

@) Reset Signhn @ @ 1039

Sign-in is required to use this product.

Clicking Sign In, displays the PaperCut MF Login screen.
Note: If the device’s HP FutureSmart 4 Firmware Bundle Version is below 4.5.5, then
see 6.3 Device’s first screen and login workflow.

3 Post-install testing

After PaperCut MF is installed on the device (i.e. device registration and integration is completed), it
is recommended that you test some common usage scenarios. This is important for two reasons:

e To ensure that PaperCut MF works as expected.
e To familiarize yourself with the features and functionality of PaperCut MF.

This section covers the following post-install testing scenarios for PaperCut MF - HP OXP:
e 3.2 Simple printing and copying
e 3.3 Advanced copying

3.1 Test preparation: create test users

To execute the post-install testing scenarios, ensure at least two test users are created:

o Simple test user — A user who performs simple printing and copying.
e Advanced test user — A user who performs advanced copying.

To create test users:

1. Login to the PaperCut MF Admin web interface.
2. Navigate to Options > User/Group Sync.

Copyright © 2010-2023 PaperCut Software International Pty. Ltd., All Rights Reserved. 12 of 103
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3. InInternal User Options, select Enable internal users.
4. Click Apply.

Internal User Options i
P Enable internal users

Access control

. . Only admins can creste users
(® More Information..

Prefix usermames with: (optional)

guest-

Cenfirmation message

Your details are:

Al=o email confirmation message to user

5. Navigate to Users.

6. Click Create internal user...

7. Enter the required details for the test users as required (simple test user, advanced test
user):

Users ) Creste internal User @ odmin v

(=]
PaperCutMF

Create Internal User

New User Settings
Username

Simple Test User

(@) More Information... Full Name

Simple Test User

Email Address
simpletestuser@papercut.com

Password

Verify Password

Identity Number

1D PIN

Verify ID PIN

Email confirmation message to user

Car‘cal

8. Click Register.

Copyright © 2010-2023 PaperCut Software International Pty. Ltd., All Rights Reserved. 13 of 103
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3.2 Simple printing and copying
3.2.1 Test preparation: configure simple test user

To test the simple test scenarios, ensure at least one simple test user is created. For more
information, see 3.1 Test preparation: create test users. Once created, ensure the simple test user is
configured.

To configure the simple test user:

Log in to the PaperCut MF Admin web interface.

Navigate to Users.

From the User List, select the simple test user.

In the Account Details area, set the Balance to $50.00 and select Restricted:

el e

Account Details
Balance

550.00  (adjust)

Restricted

Overdraft
Use default overdraft (50.00)

5. Inthe Account Selection area’s Print account selection, select Automatically charge to
personal account:

Account Selection , .
Print account selection

Automatically charge to personal account

6. Click Apply.
3.2.2 Simple printing

Simple printing does not involve providing the simple test user with a choice of accounts to choose
from. Printing is charged to the simple test user’s default My Personal Account.

To test simple printing, ensure the following test preparation requirements are met:

o Simple test user - A simple test user is created and configured. For more information, see 3.1
Test preparation: create test users and 3.2.1 Test preparation: configure simple test user.

e Printer queue settings - The printer queue’s Hold/Release Queue Settings are configured. For
more information, see the PaperCut MF manual.

To configure the printer queue’s Hold/Release Queue Settings:
1. Login to the PaperCut MF Admin web interface.
2. Navigate to Printers.
3. Select the Printer that is applicable to the device being tested.
4. Inthe Hold/Release Queue Settings area, select the Enable hold/release queue.
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Hold/Release Queue Settings
{ Q g Enable hold/release queue

Release mode

(@ Morz Information.. User release
5. Click Apply.
Print jobs to this printer queue are held until released by a user.

e Device functions — Printing is enabled. To enable printing:

1. Login to the PaperCut MF Admin web interface.
Navigate to Devices.
Select the required device being tested.
In the Print Release area, select Enable print release.
In the This device will display jobs for release from the selected source queues,
select at least one source queue for print release that corresponds to this device’s

vk wN

configured printer queue.

6. Click Apply.

7. Verify that the Devices > External Device List displays the device with Print Release
in the Function column.

To test simple printing:

Log in to a computer as the simple test user.
Print a few jobs to the source queue that was selected in the Devices > External Device List >
Device Details > Print Release > Enable print release area of the device being tested.

3. Login to the PaperCut MF Admin web interface.

4. Navigate to Printers > Jobs Pending Release.

5. Verify that the print jobs for the simple test user are being held and listed:

-]
PaperCutMF

Jobs Pending Release

4 jobs pending release with cost $0.20 Auto refresh Refresh Now

m e

Printers

SUBMIT TIME 4 PRINTER DOCUMENT CLENT

6. Log out of the PaperCut MF Admin web interface.
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7. Login to the device as the simple test user:
g [
PaperCutMF

Please enter your username and password

Username

| |

Password

8. Select Print Release:

@ Sign Out  Simple Test User

PaperCutMF
Account Selection Print Release Copy
Scan Print
-_—
I <> Copy

9. Verify that the print jobs for the simple test user are being held and listed:

Print Release

7]
Simple Test User =
f PaperCut MF P C
D Select all jobs c
l:‘ Prep activities - week 2 5
copy, 1-sided, Color, Ad 4 minutes ago
|:| Prep activities - week 1 N
copy, 1-sided, Color, Ad 4 minutes ago
|:| Report template N
2 copies, 2-sided, Grayscale, Ad 1 hour ago
l:‘ SchoolNewsLetter Template >
1 copy, 1-sided, Color, Ad 1daya

10. To release one or many held print jobs at once, select all the required held print jobs and
click Print.
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11. To delete one or many held print jobs at once, select all the required held print jobs and click

the Bin icon.

12. To view and take actions on a single held print job, click the chevron:

‘ D Prep activities — week 1 3 minute

Details of the held print job are displayed:

Print Settings

B
< PaperCut M: C
Print Release » Prep activities - week 1
Time Jun 22, 2018 10:53.57 AM Copies 1
User simpletestuser Duplex mode 1-sided
Pages 3 Color mode Color
Account DEFAULT Page size Ad
Balance $100.00 Cost $0.51
-
= N

13. Log out of the device.
14. Log in to the PaperCut MF Admin web interface.

15. Navigate to Logs.
16. After printing is completed, verify that Job Log page displays the test user’s name, simple
test user, in the User column and the Charged To column:

PaperCut

Logs ) JobLog Ofsnl;

Job Log

Job Log Application Log

STATUS

CHARGED TO PRINTER DOCUMENT NAME

A4 (1IS0_Aq)

Duplex: No

Grayscale: Yes &) Printed
38kB refund edit
laptop-simpletestuser

PostScript

simpletestuser simpletestuser device\Library-5 g Prep activities - week 1

17. Log out of the PaperCut MF Admin web interface.

When enhanced workflow is enabled, the steps from 7 to 12 are captured here.

3.2.3 Simple copying

Simple copying does not involve providing the simple test user with a choice of accounts to choose
from. Copying is charged to the simple test user’s default My Personal Account.
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To test simple copying, ensure the following test preparation requirements are met:

o Simple test user - A simple test user is created and configured. For more information, see 3.1
Test preparation: create test users and 3.2.1 Test preparation: configure simple test user.
o Device functions — Copying is enabled. To enable copying:
1. Login to the PaperCut MF Admin web interface.
Navigate to Devices.
Select the required device being tested.
In the External Device Settings > Tracking area, select Track & control copying.
Click Apply.
Verify that the Devices > External Device List displays the device with Copier in the
Function column.

o vk wnN

To test simple copying:

1. Login to the device as the simple test user:

PaperCutMF v Log In

= ]
PaperCutMF

Please enter your username and password

Username

Password

2. Select Copy:

@ Sign Out  Simple Test User @ @ 11:14

PaperCutMF PaperCutMF

s

Account Selection Print Release Copy

Scan
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3. Continue copying by following the device’s workflow:

Sides

1-sided to 1-sided >

Color/Black

Automatically detect >
Quick Sets and Defaults @A
I

Touch to scan and preview.

Set options marked with the
triangle before scanning.

o

4. Verify that the PaperCut MF Account Confirmation screen does not provide the simple test

user with a choice of accounts to choose from, and charges copying to the simple test user’s
default My Personal Account:

Account Confirmation

ﬁ o
b PaperCutMF Simple Test User  [[m»

Account
My Personal Account

User

Simple Test User

Balance

$50.00

Confirm

Click Confirm.

Complete copying.

Log out of the device.

Log in to the PaperCut MF Admin web interface.
Navigate to Logs.

Lo N WU
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10. After copying is completed, verify that Job Log page displays the test user’s name, simple test
user, in the User column and the Charged To column:

Logs ) JobLog @ admin v

PaperCut

Job Log

Job Log

CHARGED TO PRINTER cosT DOCUMENT NAME

ATTRIBS
L A 4) n
simpletestuser simpletestuser device\Library-5 $0.05 opying] o
No refund ed

11. Log out of the PaperCut MF Admin web interface.

3.3 Advanced copying

Advanced copying involves providing the advanced test user with a choice of accounts to choose
from. Copying is charged to the account that is selected by the advanced test user.

To test advanced copying, ensure the following test preparation requirements are met:

e Advanced test user — An advanced test user must be created. For more information, see 3.1
Test preparation: create test users.
Once created, the advanced test user must be configured.
To configure the advanced test user:
1. Login to the PaperCut MF Admin web interface.
2. Navigate to Users.
3. From the User List, select the advanced test user.
4. Inthe Account Details area, set the Balance to $50.00 and select Restricted:

Account Details
Balance

$50.00  (adjust)

Restricted

Overdraft
Use default overdraft (50.00)
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5.

6.

In the Account Selection area’s Print account selection, select Show standard
account selection and select the required options:

Account Selection

Print account selection

I Show standard account selection I

This setting may require the user to run the User Client. More Information...

Allow user to:
Charge to their personal account
Select shared accounts from a list

Select shared accounts using a PIN/code

Print as another user

Click Apply.

e Device functions — Copying is enabled. To enable copying:

1.

o vk wnN

Log in to the PaperCut MF Admin web interface.

Navigate to Devices.

Select the required device being tested.

In the External Device Settings > Tracking area, select Track & control copying.
Click Apply.

Verify that the Devices > External Device List displays the device with Copier in the
Function column.

e Advanced account — A test account is created. To create a test account:

1. Login to the PaperCut MF Admin web interface.

2. Navigate to Accounts.

3. Click Create a new account....

4. Inthe Details & Balance area’s field Account Name, enter the name of the test
account (test account).

5. Click Apply.

6. Verify that the Accounts > Shared Account List page displays the test account
created.

7. Click the test account.

8. Navigate to Security.
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9. Inthe Control access to this account > Groups area, select [All Users] and click Add:

Accounts | Shared Account List | Account Details

Account Details: Test Account

Details Adjustments & Charges Security Transactions Job Log
Control access to this account:
Allow the following users and groups to access this account.

Access rules apply to selection from list. (change)

Groups:

No groups selected

Remove Selected

[All Users]

Users:

Mo users selected

m‘ Remove Selected

10. Verify that the Control access to this account > Groups area displays [All Users]:

Control access to this account:
Allow the following users and groups to access this account.

Access rules apply to selection from list. (change)

Groups:

[All Users)

W M| Remove Selected

Users:

Mo users selected

M| Remove Selected

To test advanced copying:
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1. Login to the device as the advanced test user:

PaperCutMF v LogIn

o P
PaperCutMF

Please enter your username and password

Username

Password

2. Select Copy:

@ Sign Out Advanced Test User O @ 11:14
PaperCut MF
Account Selection Print Release Copy
Scan Print Fax
L]
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3. Continue copying by following the device’s workflow:

Sides

1-sided to 1-sided > 1

Color/Black
Automatically detect >

Quick Sets and Defaults A
I =
Touch to scan and preview.

Set options marked with the
triangle before scanning.

e

4. Verify that the PaperCut MF Account Selection screen provides the advanced test user with a
choice of accounts to choose from:

Account Selection

3
A PaperCutMF Advanced Test User [

ype accountname By Nams By Code

My Personal Account

Test Account

5. Select the required account, test account.

6. Verify that the PaperCut MF Account Confirmation screen displays the selected account, test
account, but continues to provide the advanced test user with the option of changing the
account:
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Account Confirmation

] _
ﬁ papercut”v=. Advanced Test User E-)
Account
Test Account
User

Advanced Test User

Balance

$50.00

Change account ‘

7. Click Confirm.
Copying is charged to the account selected by the advanced test user, test account.

8. Complete copying.

9. Log out of the device.

10. Login to the PaperCut MF Admin web interface.

11. Navigate to Logs.

12. After copying is completed, verify that Job Log page displays the test user’s name, advanced
test user, in the User column and the selected account’s name, test account, in the Charged
To column:

Logs ) Joblog @ admin v

PaperCut

Job Log

JobLog pplication Loy Audit Loy

CHARGED TO PRINTER cosT DOCUMENT NAME A STATUS

#4(150_p4) P
$0.05 opying Duplex: No
Grayscale: No

advancedtestuser Test Account deviceLibrary-5

13. Log out of the PaperCut MF Admin web interface.
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3.4 Enhanced user workflow

HP Enhanced mode can be enabled via a config key ext-device.hp-oxpd.enhanced-mode. This user
workflow presents PaperCut login and directs user to PaperCut home screen. When disabled, user
workflow presents PaperCut login and directs user to Device home screen.

When testing the simple print workflow, the enhanced user flow at the device is altered as follows:

1. Login to the device as the simple test user:

Reset  Signin Loglin

PaperCut!

To continue, swipe your authentication card or select the login method
below

Usermame and password
F

2. Select Print Release:

Sign Out  Simple Test User Home

Print Release Access Device

3. Verify that the print jobs for the simple test user are being held and listed:
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Sign Out  Simple Test User Print Release

f

2 jobs, 2 pages, $0.20

PaperCut

2023-08-23

4. To release one or many held print jobs at once, select all the required held print jobs and

click Print.

5. To delete one or many held print jobs at once, select all the required held print jobs and click

the Bin icon.

6. To view and take actions on a single held print job, click the chevron:

‘ Prep activities — week 1

Details of the held print job are displayed:

Sign Out  Simple Test User Print Settings

rint Release ) simpletestuse

Time

User

Pages

Account

Balance

eb 19,2021 1

7. Log out of the device.

3416 PM

PaperCut

Prep activ

Copies

Duplex mode

Color mode

Page size

Cost

2-sided

Grayscale
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4 Configuration

PaperCut MF is installed on the device with default settings, which are reasonable for most
environments. However, these settings can be further tweaked to suit your environment.

This section covers the configuration changes that can be made to the default settings of PaperCut
MF - HP OXP.

4.1 Inbound connections

4.1.1 Inbound connections to PaperCut MF Application Server

To configure PaperCut MF to allow inbound connections from the device to the PaperCut MF
Application Server, use the config key system.network-address. For more information, see 4.13
Config Editor.

4.1.2 Inbound connections to PaperCut MF Site Servers

To configure PaperCut MF to allow inbound connections from the device to PaperCut MF Site
Servers:

1. Site Servers must already be installed and configured. For more information, see the
PaperCut MF manual.

Log in to the PaperCut MF Admin web interface.

Navigate to Sites.

Select the Site Server.

In the Configuration area, enter the IP address or DNS name of the PaperCut MF Site Server

vk wN

that the device uses to make inbound connections.
6. Click Apply.

4.2 Security settings

4.2.1 HTTPS Security (recommended)

PaperCut MF can be configured to communicate with the device using the HTTPS (SSL/TLS) protocol,
which is a more secure and encrypted protocol.

Note: Until HTTPS is configured, the following warning is displayed on the PaperCut MF Admin web
interface:

Enable SSL to secure communication between PaperCut and the device. Refer to embedded manual to enable SSL.

To enable HTTPS, you must have an SSL certificate installed on the PaperCut MF Application Server.
The certificate must use the server’s Fully Qualified Domain Name (FQDN) or IP address. This must
be defined either in the Common Name (CN) field or included in the Alternative Names (AN) of the
subject of the certificate. Without this, the device cannot connect to the server, since devices do not
work with hostname-only certificates (i.e. not fully qualified).

You can use either a self-signed SSL certificate or a CA-signed SSL certificate:
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o Self-signed SSL certificate — To use a self-signed SSL certificate that is generated by default
when installing PaperCut MF:
1. Regenerate it using PaperCut MF's create-ssl-keystore toolin:
[PaperCut MF Install Location]\server\bin\ [platform]
Note: When regenerating it, ensure:
= toinclude the command’s required parameters and arguments.

e On newer HP Gemstone devices, you may need to set the country
code by using the Country (C) key of the RDN parameter to ensure
that the certificate is valid.

= that the <SYSTEM-NAME> parameter contains the same Fully Qualified
Domain Name (or IP address) as that of the config key system.network-
address. For example, "myserver.fullname.com". Thisis because
the default self-signed certificate generated during PaperCut MF installation
(device registration and integration) is issued using a hostname, instead of
the IP address.

= that the keystore location only contains one, most recently generated self-
signed certificate.

For more information, see the PaperCut MF manual.

2. Restart the PaperCut MF Application Server.
Set the config key ext-device.hp-oxpd.use-ssl to Y. For more information, see
4.13 Config Editor.

4. Itis recommended that you set the config key ext-device.hp-oxpd.port-num to
443. For more information, see 4.13 Config Editor.

o CA-signed SSL certificates — To use a CA-signed SSL certificate (for example, Verisign,
Thawte):

1. Ensure that the <SYSTEM-NAME> parameter contains the same Fully Qualified
Domain Name (or wildcard) as that of the config key system.network-address.
This is because Certificate Authorities generally no longer accept certificate
requests for either intranet names or IP addresses. For more information, see
the PaperCut MF manual.

2. Set the config key ext-device.hp-oxpd.use-ssl to Y. For more information, see
4.13 Config Editor.

3. Itis recommended that you set the config key ext-device.hp-oxpd.port-num to
443. For more information, see 4.13 Config Editor.

4. Login to the device’s web interface as an administrator.

5. Navigate to Security > Certificate Management.

6. Inthe CA Certificates > Certificates table, verify that the required Root and any
required Intermediary Certificates are listed.
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For example:

Certificates

Issued To Issued By Expiration Date Certificate Type Certificate Usage
COMODO RSA Certification Authority COMODO RSA Certification Authority 18Jan, 203823:59:59  Root CA Certificate
COMODO RSA Domain Validation Secure Server CA COMODO RSA Certification Authority 11 Feb, 2029 23:59:59  Intermediate CA Certificate
Note:
.

e If the required Root Certificate is not listed, click Choose File; select the
required Root Certificate, click Open, and then click Install.

o If the required Intermediary Certificate is not listed, click Choose File;
select the required Intermediary Certificate, click Open, and then click
Install.

Note: After attempting to enable HTTPS, if the Device Status displays Started (with errors) —
Unknown error, then see 6.6 Device Status "Started (with errors) — Certificate error".

To test HTTPS:

Log in to the PaperCut MF Admin web interface.
Navigate to Devices.
Select the required device.

P wnNPR

Verify that the following warning message is not displayed:

Enable SSL to secure communication between PaperCut and the device. Refer to embedded manual to enable SSL.

5. Login to the device’s web interface as an administrator.

6. Navigate to General > Quota and Statistics Services.

7. Verify that Quota Server URL displays the URL as HTTPS and that its Fully Qualified Domain
Name (or IP address) is the same as that of the config key system.network-address.

Information  General Copy/Print ~ Scan/DigitalSend Fax  Troubleshooting  Secwity  HP Web Services Networking

Quota and Statistics Services

Quick Sets
Alarts Job Statistics Service
Control Panel Settings App i Is connected to o5 service, users will not be able to complete jobs IF the service is unavallable due to network or service isswes. HP recommends removing the conmection
: o possibile.
General Settings Jok Statistics Service
AutoSend 2 Not Connected
Edit Other Links Thee preduet must be re-coreected b the job statisties sendce 3t the application server.
Ordering Infarmation
N . N Quota and Statistics Services
Device Information
) a quata sorver that pach user stays within an accoptabile range of printad or scannod pages. When connected, tho dovice will query the server pach fime a job s started to ons|
ANguage I the: server |5 unavallable, the wser account s not known by the server, or pages are not avallable for the user, then the user may not be able to complete his or her job, Please refer to docwmentat|

Firmware Upgrade quota server software for more information.

Date/Time Settings [ Comnact this device ta a Quota Server
ergy Settings
To connect to:3 quota service installed an a netwark saruer, enter the UAL of the server below. Upon pressing start at the control panel, this device will connect to the specfiad server and retrieve

Back up and Restore documentation provided with the server software fos information about the server URL and server software setup.
Reset Factory Settings {junta Server URL
Solution Installer Inetps:!10.100.67.175:91 97 fdevice/hp/s

| Quata and Statistics Services | Usar Name Passward
aunmer @] [ereseseisisieseisissieimsiseisii a5
Comnection timeout Response timeout
a0 &
{10-300) soconds {10-300) socands

8. Verify that you are able to log in to the device as a test user (simple test user).
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4.2.2 Additional network security

By default, the PaperCut MF Application Server allows device connections from any network address.
However, communication between the PaperCut MF Application Server and the device can be
further restricted to a set range of network addresses. This provides an additional level of security
and ensures that only approved devices are connected to the PaperCut MF Application Server.

To restrict communication between the PaperCut MF Application Server and the device to a subset of
IP addresses or subnets:

1. Login to the PaperCut MF Admin web interface.
Navigate to Options > Advanced.
In the Security area’s field Allowed device IP addresses, enter a comma-separated list of
device IP addresses or subnets (<ip-address1 or subnet-mask1>, <ip-address2 or subnet-
mask2>).

4. Click Apply.

4.3 User authentication options

PaperCut MF provides you with several authentication options to authenticate users when logging in
to PaperCut MF on the device.

To configure the device’s user authentication:

Log in to the PaperCut MF Admin web interface.

Navigate to Devices.

Select the required device.

The available user authentication options are in the Device Details page’s External Device
Settings area:

Access methods

User authentication

Username and password
|dentity number

Swipe card
Guest access

Allow guest/anonymous access

Note: You may use any one or a combination of all the available user authentication options,
including the anonymous and guest access authentication.

The available user authentication options are:

User authentication option Description

Username and password This is the default authentication option.
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With this option, users use their domain/network username and
password.

Identity number With this option, users use their ID number. For more information, see
the PaperCut MF manual.

e Require PIN: With this option, users use their id number and
the PIN associated with the id number.
Note: Users can use an id number with or without a pre-set
and associated PIN. If using an id number without a pre-set
and associated PIN, users are prompted to set a valid PIN to
associate with the id number.

Swipe card With this option, users use their registered swipe card (e.g. magnetic
strip, smart card, RFID). For more information, see the PaperCut MF
manual.

Note: If you select this option, then see 4.4 User authentication via
swipe cards.

e Require PIN: With this option, users use their registered swipe
card and the PIN associated with the card.

Note: Users can use a swipe card with or without a pre-set
and associated PIN. If using a swipe card without a pre-set and
associated PIN, users are prompted to set a valid PIN to
associate with the swipe card.

e Enable self-association with existing user accounts: With this
option, users can use a registered swipe card or a new,
unregistered swipe card. If using new, unregistered swipe
cards, users are prompted to complete card self-association
using their username and password (i.e. associating a new
unregistered card with a required, valid user account). After
card self-association is completed, subsequent use of the
registered swipe card does not require users to enter their
credentials. You may use the config keys: ext-device.card-self-
association.use-secondary-card-number and ext-device.self-
association-allowed-card-regex. For more information, see
4.13 Config Editor.

e Configure HP Universal USB Proximity Card Reader
(P/N:X3DO03A): If you use the HP Universal USB Proximity Card
Reader (Part Number X3D03A) or RF IDeas RDR-805H3AKU
Card Reader, then you must select this. You must configure
your HP Universal USB Proximity Card Reader (Part Number
X3DO03A) or RF IDeas RDR-805H3AKU Card Reader to read the
card types being used. For more information, see 4.4.1.1 HP
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Allow guest/anonymous access

2023-08-23

Universal USB Proximity Card Reader (Part Number X3D03A)
or RF IDeas RDR-805H3AKU Card Reader. With this option,
users use their registered swipe card on the configured HP
Universal USB Proximity Card Reader (Part Number X3D03A)
or RF IDeas RDR-805H3AKU Card Reader.

With this option, you may choose to activate guest or anonymous
access, enabling users to be authenticated as a guest user or an
anonymous user, as per the user specified in the Inherit settings from

user field.

e Inherit settings from user: Enter the username of the

PaperCut MF user’s profile that is used while authenticating

users as a guest user or an anonymous user on the device.

Guest access - Selecting Allow guest/anonymous access

and also selecting one or more of the other options

(Username and password, Identity number, Swipe card),

activates Guest access. With this option:

O

A Guest button, which may be customized, is
displayed on the PaperCut MF Login screen on the
device, together with the other options selected.
Note: To customize the text of the Guest button
that appears on the PaperCut MF Login screen,
use the config key ext-device.hp-oxpd.guest-
access.label. For more information, see 4.13
Config Editor

A user clicking this Guest button is authenticated
as a guest user, as per the user specified in the
Inherit settings from user field.

Anonymous access - Only selecting Allow

guest/anonymous access without selecting any other
option, activates Anonymous access. With this option:

O

O

A user is authenticated as an anonymous user, as
per the user specified in the Inherit settings from
user field.

This anonymous user can view held print jobs
belonging to all users.

4.4 User authentication via swipe cards

If the Swipe card authentication option is selected (see 4.3 User authentication options, 4.4.2

Handling card identifiers), then:

1. Ensure the card reader is a supported card reader (see 4.4.1 Supported card readers).
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2. The config key ext-device.hp-oxpd.register.card-reader is automatically set to Y, to allow
PaperCut MF to register and establish an exclusive lock on card readers that are detected on
the device. For more information, see 4.13 Config Editor.

3. The config key ext-device.hp-oxpd.fast-swipe-login-flow is automatically set to DEFAULT (N),
to disable quick swipe-to-login. For more information, see 4.13 Config Editor.

4. The config key key ext-device.hp-oxpd.skip-hid-restart is automatically set to DEFAULT (N),
to disable HID restart when a user logs in with a swipe card. For more information, see 4.13
Config Editor.

PaperCut MF - HP OXP supports the following configured and compatible card readers:

e Elatec TWN3 HID Prox

e Elatec TWN3 iCLASS

e Elatec TWN3 Mifare

e Elatec TWN4 Mifare

e HP Proximity Reader (CZ208A)
e HP Proximity Reader (CE931A)
e HP Proximity Reader (CE983A)
e HP Universal USB Proximity Card Reader (Part Number X3D03A)
o RF IDeas RDR-805H1AKU

e RFIDeas RDR-805H3AKU

e RF |Deas RDR-805T1AKU

o RF IDeas RDR 80581AKU-PPCT
e Securakey ET4-AUS-D

Note: In addition to the above card readers, you may configure PaperCut MF - HP OXP to support
other card readers by using the config key ext-device.hp-oxpd.additional-card-readers.vid-pid.hex.
For more information, see 4.13 Config Editor.

If the Swipe card authentication option is selected and you are using the HP Universal USB Proximity
Card Reader (Part Number X3D03A) or RF IDeas RDR-805H3AKU Card Reader, then you must
configure it to read the card types being used. This is because your card reader’s existing
configurations are cleared and reset during PaperCut MF installation (device registration and
integration).

To configure your HP Universal USB Proximity Card Reader (Part Number X3D0O3A) or RF IDeas RDR-
805H3AKU Card Reader:

1. Login to the PaperCut MF Admin web interface.

2. Navigate to Devices.

3. Select the required device.

4. In the External Device Settings, select the Swipe card user authentication access option:
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5.

6. Select the card type to be read by your HP Universal USB Proximity Card Reader (Part
Number X3D03A) or RF IDeas RDR-805H3AKU card reader:

Copyright © 2010-2023 PaperCut Software International Pty.

External Device Settings

Device type
xternal device. HP (FutureSmart)

e IP addresses . +r
Device's administrator username

Device's administrator password

Access methods

User authentication
Username and password
Identity number

Swipe card

Select Configure HP Universal USB Proximity Card Reader (P/N:X3D03A).

Require PIN
Enable self-association with existing user accounts

Configure HP Universal USB Proximity Card Reader (P/N:X3D03A)
Card type #1
-- Not Configured -
Card type #2
-- Not Configured --
Card type #3
-- Mot Configured

Card type #4
- Mot Configured —

Card type #1
-- Not Configured --

Farpointe Data UID

Farpointe Data (Pyramid) PSC-1 26 Bit
FeliCa

HIDiClass CSN

HID iClass ID

HID Prox

HID Prox UID

HiTag 1 and S (RDR-6H8x Compatible)
HiTag 1 and S Alternate

HiTag 2 (RDR-6H&x Compatible)

HiTag 2 Alternate

Gprox-111D

Gprox-11 UID (HP)

GProx-11 UID (RDR-6G8x Compatible)
I-Code CSN (Philips, NXP)

I-tag CSN (1BM)

iClass CSN, ISO1443A CSN, ISO15693A CSN (RDR-T58x Compatible)
1D Teck (RDR-6A8x Compatible)

ID Teck Alternate

Indala ASP 26 Bit (Motorola)

e You can configure up to four card types:

Card type #1
MiFare Ultralight CSN (Philips, NXP)

Card type #2
HID Prox

Card type #3
FeliCa

Card type #4

HiTag 2 Alternate

Ltd., All Rights Reserved.
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e |f you are not using all four card types, select "--Not Configured--" for the unused card

types.
Card type #1

MiFare Ultralight CSN (Philips, NXP)
Card type #2

HID Prox
Card type #3

-- Mot Configured --

Card type #4

-- Mot Configured --

e Some card types conflict with other card types. Hence, avoid selecting such conflicting
card types, because this causes some problems if using swipe card authentication for
logging in and self-association. For more information, see 6.4 Swipe card authentication
anomalies.

7. Click Apply.

8. Verify that your card reader can read the card types configured.

Note: Your card reader’s configuration is reset and you must re-configure your card reader every
time any one of the following occurs:

e your card reader is disconnected from and reconnected to your device’s USB port

e your device is restarted

e your PaperCut MF Application Server is restarted

e your device’s details are modified on the PaperCut MF Admin web interface’s Device
Details page

By default, PaperCut MF handles each card’s unique identifier using the following pre-configured
option:

e Cards whose identifiers consist of a number followed by special character and a checksum,
are modified to include only the number (the special character and everything after it is
ignored). This extracted, shortened identifier is used to identify the card and the
corresponding user within PaperCut MF. For example, a card with the unique identifier
5235092385=8 is modified to 5235092385.

You can also tweak the way PaperCut MF handles each card’s identifier by using any of the following
options:

e Using utility or configuration tools directly on the card reader’s hardware.
e Using third party applications to decrypt card identifiers. For more information, contact your
reseller or Authorized Solution Center.
e Using the following options within PaperCut MF:
o Regular expression filters
o Converters (standard format converters and custom JavaScript converters)
Note: If you use both an expression and a converter, then the card’s identifier is handled
first by the expression and then further by the converter
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Verify the results of the expressions, convertors, or both applied using the PaperCut MF

Admin web interface’s Application Log.

4.4.2.1 Regular expression filters

To extract card identifiers using regular expression filters, use the config keys ext-device.self-
association-allowed-card-regex and ext-device.card-no-regex. For more information, see 4.13

Config Editor.

Some regular expression filters include:

Expression Description Example

(.{10}) Extract the first 10 characters AST%123456789 is modified
to AST%123456

(\d{5}) Extract the first 5 numbers AST%123456789 is modified

to 12345

\d*=(\d*)=\d* Extract only the numbers between the 2
special characters

123453=292929=1221is
modified to
1234532929291221

For more information, see www.regular-expressions.info.

4.4.2.2 Standard format converters

To modify card identifiers using standard format converters, use the config key ext-device.card-no-

converter. For more information, see 4.13 Config Editor.

Some examples of standard format converters are:

Converter Description

Example

hex2dec Convert a hexadecimal (base 16)
encoded card identifier to the decimal
format. Note: Hexadecimal numbers
usually contain 0-9 and A-F.

946EBD28 is modified to
2490285352

dec2hex Convert a decimal encoded card
identifier to the hexadecimal format.

2490285352 is modified to
946EBD28

ascii-enc Unpack an ASCIl encoded card identifier  3934364542443238 is
to its encoded ASCIlI number. modified to its ASCIl code
946EBD28.
ascii- First unpack an ASCIl encoded card
enc|hex2dec identifier to its encoded ASCIl number.
Then convert it to the decimal format.
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Note: Use a delimiting pipe (|) to chain
or pipeline converters.

To use a custom JavaScript converter:

1. Create aJavaScript file. For example:
[install-path]/server/custom/card.js

2. Define a single JavaScript function in this file called convert. It must accept and return a
single string. For example:
function convert(cardNumber) {

return cardNumber.substring(3,10).toLowerCase();

}

3. Include a converter in the form: javascript:custom/card.js

4. Optionally, include a JavaScript script in the pipeline. For example:
ascii-enc| hex2dec|javascript:custom/card.js

5. Verify the JavaScript converter from the following log:
[install-path]/server/log/server.log

6. Use the config key ext-device.card-no-converter to modify card identifiers using custom
JavaScript converters. For more information, see 4.13 Config Editor.

4.5 SNMP

PaperCut MF uses SNMP to:

block the release of jobs to the device when itis in error, and

retrieve the device’s printer toner levels.

2023-08-23

By default, PaperCut MF uses SNMPv1/v2c to perform these actions. You can, however, select to use
SMPv3 for better security and encryption.

For more information about SNMP, see the PaperCut MF manual.

To configure PaperCut MF to use SNMP:

1.

2.
3.
4

Log in to the PaperCut MF Admin web interface.

Navigate to Devices.

Select the device.

In the External Device Settings, to enable PaperCut MF to use:

e SNMPv1l/v2c, ensure the Use SNMPv3 for Toner Retrieval and Device Error
Monitoring checkbox is not selected (default).

e SNMPv3, select the Use SNMPv3 for Toner Retrieval and Device Error Monitoring

checkbox; and enter the following fields:

e Context name, Username, Privacy password, Authentication password -

these values are available at the device web interface, then use the same
values. It not, leave them blank or enter your own value.

o Authentication protocol — Select either MD5 or SHA.

e Privacy protocol — Select either DES or AES.
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5. Click Apply.

4.6 Secure print release

Secure Print Release causes all print jobs to be held at the device until a user releases the job. If the
device is configured with Secure Print Release, then when releasing held print jobs, users can select
the following:

e the account
e the job attributes

To configure Secure Print Release:

Log in to the PaperCut MF Admin web interface.

Navigate to Devices.

Select the required device.

In the Print Release area, select Enable print release.

In the This device will display jobs for release from the selected source queues, select the
required Hold/Release queue. For more information, see the PaperCut MF manual.

vk wNe

4.6.1 User selection of an account

All print jobs must be allocated to an account before they can be released (printed). This account can
be either:

e auser's personal account, or

e ashared account for cost center, faculty, or client billing purposes.
Users can allocate an account to a print job via the User Client and/or at the device. For more
information about configuring cost allocation for users, see the PaperCut MF manual.

At the device, users can:

o allocate the same account to multiple held print jobs without an account:

-]
ME Advanced Test User | =
fr PaperCutM| : E
Selectall jobs c
Prep activities - week 1.docx N
Account needed, 1 copy, 1-sided, Colol 4 minutes age
Prep activities - week 2.docx N

U zede y, 1-side olor, Ad 4 minutes ago

Report Template.docx
Account needed, o 1 hour age

SchoolNewsLetter Template.docx N
1 C 4

i -
Print as grayscale Print as 2-sided . Print

e allocate an account to a single held print job without an account or change a previously
allocated account:
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P :
¢ PaperCutMF et Bl < PaperCutMF - ovancea Tesvser B

Print Release > Prep activities - week 1

Print Release  Prep activities - week 1

Time Jun 13,2018 4:41.03 PM Copies - 1|+ Time Jun 13, 2018 44103 PM Copies -1+

User advancedtestuser Duplex mode 1-sided 2sided User advancedtestuser Duplex mode 1-sided 2-sided
Pages 1 Color mode Colar Grayscalo Pages 1 Color mode Color Grayscalo
Account Page size Ad Account Page size Al

Balance $50.00 Cast 50 48 2

Balance 55000 Cost EER <o 5002 |

-

Note: By default, PaperCut MF allows users to select accounts at the device. However, you also have
the option of disabling this. For more information, see the PaperCut MF manual.

4.6.2 User selection of job attributes

PaperCut MF allows users to change the attributes of held print jobs at the device, before releasing
(printing) them. Based on the changes made, PaperCut MF shows the updated cost and savings, to
give immediate positive feedback to the user, encouraging behavior change.

Users can make the following changes to one or many jobs, simultaneously:

e Print as grayscale (from color to grayscale)
e Print as 2-sided (from 1-sided to 2-sided)

7]
Advanced Test User [=p
fr PaperCutMF C
[ ] selectalljobs C
D Prep activities - week 2 5
copy, 1-sided, Color, Ad 4 minutes age
D Prep activities - week 1 5
copy, 1-sided, Color, Ad 4 minutes ago
D Report template 5
2 copies, 2-sided, Grayscale, A4 hour age
D SchoolNewsLetter Template 5
copy, 1-sided, Color, Ad 1 day ago
il
Print as grayscale Print as 2-sided .

Clicking the arrow to the right of a single held print job displays all the attributes for that job,
allowing users to make the following additional changes:

e Copies
e Duplex mode (from 1-sided to 2-sided)
e Color mode (from color to grayscale)
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A rvaneed Test ser
£ papercut“x: Advanced Test User [m

Print Release » Prep activities - week 1

Time Jun 13,2018 4:41:.03 PM Copies ‘ = + |

User advancediestuser Duplex mode 1-sided 2-sided
Pages 1 Color mode Color Grayscale
Account TestAccount | & Page size Ad

Balance $50.00 Cost $2.50 4EEENEE

L il
Reset to original .

To toggle the display of the cost of held print jobs on the PaperCut MF Print Release and Print
Settings screens on the device, use the config key ext-device.hp-oxpd.release-show-cost. For more
information, see 4.13 Config Editor.

Note: By default, PaperCut MF allows users to select jobs attributes at the device. However, you also
have the option of disabling this. For more information, see the PaperCut MF manual.

4.7 Device jobs

Device jobs include jobs initiated at the device, such as, scan, copy, fax, on-device printing.

4.7.1 Tracking device jobs
To specify the device jobs that PaperCut MF tracks and controls:

1. Login to the PaperCut MF Admin web interface.
2. Navigate to Devices.
3. Select the required device.
4. In the External Device Settings area, select the required device jobs:
o Track & control copying — PaperCut MF tracks and controls copy jobs and on-device
print jobs
o Track & control scanning — PaperCut MF tracks and controls scan jobs
o Track & control faxing — PaperCut MF tracks and controls fax jobs
Note: Ensure this does not contradict the settings configured for the additional device jobs
(see 4.7.1.1 Additional device jobs). If there is a contradiction, the device displays the Quota
service error (see 6.8 "Quota service error").

4.7.1.1 Additional device jobs

The device also offers some additional jobs, which you can configure access permissions for, using
any one of the following options:

e 4.7.1.1.1 Using PaperCut MF
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e 4.7.1.1.2 Using the device’s web interface

4.7.1.1.1 Using PaperCut MF
To configure access permissions for the additional device jobs using PaperCut MF:

1. Set the config key ext-device.hp-oxpd.permission.server-managed to Y. For more
information, see 4.13 Config Editor.
2. To specify the additional device jobs that:
e only authenticated users can access, use the config key ext-device.hp-
oxpd.permission.whitelist. For more information, see 4.13 Config Editor.
e unauthenticated users can access, use the config key ext-device.hp-
oxpd.guest.permission.whitelist. For more information, see 4.13 Config Editor.

4.7.1.1.2 Using the device’s web interface
To configure access permissions for the additional device jobs using the device’s web interface:

1. Ensure the config key ext-device.hp-oxpd.permission.server-managed is set to N. For more
information, see 4.13 Config Editor.
2. Login to the device’s web interface as an administrator.
3. Navigate to Security > Access Control > Sign-In and Permission Policies.
e The Control Panel and EWS columns display rows of all the additional device jobs:

Control Panel

+ JlobLogand Active Jobs

+  Information

+ Settings
+| Support Tools + General
2] Repores +| Copy/Print

e By default, all authenticated administrators can access all the additional device jobs:

Control Panel i Device Guest i Device Administrator Device User Sign-In Method

O PaperCut MF ~

+ Job Log and Active Jobs a || Use Default v
+| Settings a | Use Default ™
+| Support Tools a | Use Default -

4.
i Device Guest i Device Administrator Device User Sign-in Method
| | PaperCut MF ~
5.

i Device Guest i Device Administrator Device User Sign-In Method

| PaperCut MF v

6. Jobs that unauthenticated users can access: In the required row(s) of the Control Panel/
EWS, ensure the Device Guest column’s checkbox is checked/ ticked:

Control Panel i Dewice Guest

+ Scanto SharePoint® + Sean/Digital Send

Note:
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e Ensure this does not contradict the settings configured on the PaperCut MF Admin
web interface (see 4.7.1 Tracking device jobs). For example, if unauthenticated users
can access Scan to SharePoint®, then PaperCut MF must NOT track scanning (i.e. the
Track & control scanning checkbox must not be selected). If there is a contradiction,
the device displays the Quota service error (see 6.8 "Quota service error").

e This overrides any existing Filters and Restrictions that may be configured in the
PaperCut MF Admin web interface for the device’s printer.

For example, if the device’s Printer (Printers > Printer List > Printer Details > Filters
& Restrictions page) has Groups With Color Access > Only allow the following
groups to print in color set to a specific group of users, but if the Device Guest
column is enabled with Print in color, then all users can print in color.

e This alters the device’s first screen and the resulting login workflow on devices
running HP FutureSmart 4 Firmware Bundle Version is 4.5.5 or above. For more
information, see 6.3 Device’s first screen and login workflow.

e To ensure the device’s paper trays are configurable, ensure the Ability to modify tray
size and type settings is checked/ ticked, and not Locked. For more information, see
6.10 Paper trays are not configurable.

7. Jobs that only authenticated, non-administrative users can access: In the required row(s) of
the Control Panel/ EWS:
i. ensure the Device Guest column’s checkbox is Locked:

+ Job Logand Active Jobs + [Information

Note:

e Ensure this does not contradict the settings configured on the
PaperCut MF Admin web interface (see 4.7.1 Tracking device jobs).
For example, if Scan to SharePoint® can only be accessed by
authenticated users, then PaperCut MF must track scanning (i.e. the
Track & control scanning checkbox must be selected). If there is a
contradiction, the device displays the Quota service error (see 6.8
"Quota service error").

e To ensure the device’s paper trays are configurable, ensure the
Ability to modify tray size and type settings is checked/ ticked, and
not Locked. For more information, see 6.10 Paper trays are not
configurable.

ii. ensure the Device User column’s checkbox is checked/ ticked:

i Dewice Administrator

+ Printing

Print fram USE Driwe i H %

i Device Administrator

Note:
e Ensure this does not contradict the settings configured on the
PaperCut MF Admin web interface (see 4.7.1 Tracking device jobs).
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For example, if Scan to SharePoint® can only be accessed by
authenticated users, then PaperCut MF must track scanning (i.e. the
Track & control scanning checkbox must be selected). If there is a
contradiction, the device displays the Quota service error (see 6.8
"Quota service error").
iii. ensure the Sign-In Method column’s dropdown is either PaperCut MF or
Use Default:

Sign-in Method

PaperCut MF v

8. Jobs that only authenticated administrators can access (i.e. non-administrative users
cannot access): In the required row(s) of the Control Panel/ EWS:
i. ensure the Device User column’s checkbox is unchecked/ unticked:

i Device Administrator

+ Job Log and Active Jobs -

i Device Administrator

+ Information 3

Note:

e These jobs appear “locked” to non-administrative users. Only
authenticated administrators can access them. Only authenticated
administrators can access them. For more information, see 6.9
Accessing "locked" administrative jobs.

e Ensure this does not contradict the settings configured on the
PaperCut MF Admin web interface (see 4.7.1 Tracking device jobs).
For example, if Scan to SharePoint® can only be accessed by
authenticated users, then PaperCut MF must track scanning (i.e. the
Track & control scanning checkbox must be selected). If there is a
contradiction, the device displays the Quota service error (see 6.8
"Quota service error").

ii. ensure the Sign-In Method column’s dropdown is either PaperCut MF or
Use Default.

Sign-in Method

PaperCut MF v

9. Click Apply.
4.7.2 User selection of an account
If tracked device jobs (scan, copy, fax, on-device printing) are also being charged, then users must
allocate them to an account.
This account can be either:

e auser's personal account, or
e ashared account for cost center, faculty, or client billing purposes.
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The options available to users at the device, is based on the way users and the device are configured:

e For more information about configuring cost allocation for users, see the PaperCut MF
manual.

e To toggle the display of the PaperCut MF Account Confirmation screen, use the Show
account confirmation checkbox on the PaperCut MF Admin web interface (Devices Details >
Summary > External Device Settings > Device Options).

e To toggle the display of the PaperCut MF Account Selection icon on the device’s Home
screen, use the config key ext-device.hp-oxpd.register.account-selection. For more
information, see 4.13 Config Editor.

() Reset signin @ @ 11:38AM

=k

Account Selection Print Release Scan Copy

Scan Print Fax

Q) I &5

-

Press Sign In 1 (DCupy

e To configure the PaperCut MF Account Selection screen, use the config key ext-device.hp-
oxpd.account-list.limit. For more information, see 4.13 Config Editor

4.7.3 Job costs and account balances (Zero Stop)

When printing, if a restricted user’s account balance is insufficient to cover the cost of the restricted
user’s entire print job, PaperCut MF prevents the user from being able to start the print job. This
ensures that the restricted user’s account balance never drops below zero for print jobs.

When scanning, copying, or faxing, PaperCut MF calculates the cost of a single page (i.e. the
Reference Page Cost, which is based on configured values). Using this Reference Page Cost, PaperCut
MF calculates the number of reference pages that the restricted user’s account balance will allow
(i.e. the maximum number of Reference Pages Allowed). As a result:

e If arestricted user’s account balance is insufficient for even one Reference Page Allowed,
then PaperCut MF prevents the user from being able to start a scan, copy, fax job.
e If arestricted user’s account balance is sufficient for at least one Reference Page Allowed,
then PaperCut MF allows the user to start a scan, copy, fax job.
As the job is in progress, if the maximum number of Reference Pages Allowed is reached,
then PaperCut MF:
o stops the job,
o prevents it from being completed, and
o deletes the job from the device’s Job Status screen.
This ensures that the restricted user’s account balance never drops below zero for copy, scan and fax
jobs. For more information, see 4.7.3.1 Reference Page Cost and maximum number of Reference
Pages Allowed.
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Further restrictions can also be applied to restricted users to prevent their account balances from
dropping below zero. For more information, see 4.7.3.2 Multiple Jobs.

4.7.3.1 Reference Page Cost and maximum number of Reference Pages Allowed

To configure the Reference Page Cost that is used to calculate the maximum number of Reference
Pages Allowed for copy, scan and fax jobs, use the following config keys:

o ext-device.hp-oxpd.limit-reference.duplex
o ext-device.hp-oxpd.limit-reference.grayscale
o ext-device.hp-oxpd.limit-reference.paper-size

For more information, see 4.13 Config Editor

Note: This Reference Page Cost that is used to calculate the maximum number of Reference Pages
Allowed for copy, scan and fax jobs have some limitations. For more information, see 5.1 Limitations
of the configured Reference Page Cost and maximum number of Reference Pages Allowed.

4.7.3.2 Multiple Jobs

To further prevent restricted users’ account balances from dropping below zero, you can prevent
restricted users from being able to perform multiple transactions simultaneously on the device, by
using the config key ext-device.hp-oxpd.restricted.multiple-txns. For more information, see 4.13
Config Editor.

4.7.4 Device's scanning

Ensure that the following are configured as required:

e 4.7.4.1 Device’s Scan to Email settings
e 4.7.4.2 Device’s Scan to Network Folder settings

4.7.4.1 Device's Scan to Email settings

To enable users to use Scan to Email on the device, you must configure the device’s Scan to Email
settings:

1. Ensure that users’ email addresses are already configured while creating and configuring
users in PaperCut MF (Users > User List > User Details > Primary email).

2. Login to the device’s web interface as an administrator.
3. Navigate to Scan/Digital Send > Email Setup > Default Job Options.
4. Select Enable Scan to Email.
5. In Outgoing Email Servers (SMTP), enter the required details and click Add:
Email Setup > Default Job Options
This feature allows users to scan documents and send them as email attachments to one or more email addresses.
[¥4 Enable Scan to Email
Outgoing Email Servers (SMTP)
Server Name Port Number Server Usage
10.100.64.203 5000 Send Email, Internet Fax, Automated Emails, AutoSend
Ea
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6. Inthe Address and Message Field Control area’s From field, select User’s address (sign-in

required):
Select the desired setting for each figld and whether the field can be edited by the user at the control panel. If any selections require users to signin, set the
base application ta reguire signing in by navigating to the Security tab.
Fram:
User's address (sign=in required) | v | [ user editable
Default From:
User editable
7. Click Apply.

8. Login to the device as a test user (simple test user).
9. Verify that the Scan to Email screen’s From and To fields display details of a test user (simple
test user):

S Scan to Email ©)

From

....................................................

Simple Test User

To

Simple Test User E

cc

BCC

Touch to scan and preview.

Subject: Set options marked with the

triangle before scanning.

File Name: ; .
[Untitled]

Messane:®

i

4.7.4.2 Device's Scan to Network Folder settings

To enable users to use Scan to Network Folder on the device, you must configure the device’s Scan
to Network Folder settings. This is because the user home directory network path that is configured
while creating and configuring users in PaperCut MF (Users > User List > User Details > Home
directory) is NOT auto-populated on the device’s Scan to Network Folder > Folder Path. For more
information, see 5.2 The configured user home directory network path is not auto-populated on the
device’s Scan to Network Folder.

To configure the device’s Scan to Network Folder settings:
1. Login to the device’s web interface as an administrator.

2. Navigate to Scan/Digital Send > Scan to Network Folder > Default Job Options.
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3. Select Enable Scan to Network Folder.
4. Click Apply.

5. Navigate to Quick Sets.

6. Click Add.

7.

Follow the Quick Sets Wizard’s prompts:
a. In Quick Set Name enter a required name; click Next:

Set the Quick Set name, description, and options for user interaction at the control panel.

Quick Set Name *
Colour PDF

Quick Set Description:

Quick Set Start Option:
(@ Enter application, then user presses Start

Start instantly when selected from the Home Screen

b. In Folder Settings, select Save to shared folders or FTP folders; click Add:

Folder Settings

Standard shared folders are a simple UNC path without any varizbles. Personzl shared folder paths are retrieved after 2 user signs in. An
example would be 3 user's Home folder specified in Microsoft Active Directory.

(® Save to shared folders or FTP folders

(lick Add to create a destination

Save to a personal shared folder

Requires user sign-in and information specific to the user to create folder path.

(® Send only to folders with read and write access

This option supports folder verification and job notifications.
Verify folder access prior to job start

When unchecked, users can save jobs more quickly but jobs may fail if the folder is unavailable.

Allow sending to folders with write access only

This option does not support folder verification or job notifications.

| Previous [l Next [ Fch Jif Gancel |

Note: Do NOT select and configure the Save to a personal shared folder option.
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c. Select Save to a Standard shared network folder and in UNC Folder Path enter the
required directory’s network path:

(®) Save to a standard shared network folder
UNC Folder Path: *
\\server\homes\ H
(\\path\path)

d. Optionally, in the Custom Subfolder select the required option that is to be
appended to the UNC Folder Path; to apply further access restrictions, select
Restrict subfolder access to user:

Custom Subfolder:

%SECURITY_USERNAME%\scan +
Appends a custom subfolder at end of the
folder path.

Restrict subfolder access to user

e. Click Update Preview.
f.  Verify that the Folder Path Preview displays both the UNC Folder Path and the value
of the Custom Subfolder (if configured):

Edit Network Folder Path
@ Save to a standard shared network folder
UNC Folder Path: * Custom Subfolder:
\\server\homes\ A %SECURITY_USERNAME%%\scan +
(\\path\path) Appends a custom subfolder at end of the
folder path.
Restrict subfolder access to user
Folder Path Preview:
\\server\homes\\ i \scan
Some Custom Subfolder values will be updated only when the Quick Set is used.

g. In Authentication Settings, select Always use these credentials:

Authentication Settings:
Blways use these credentials. w

h. Enter the required details in Windows Domain, User Name, Password:

Windows Domain: User Name:; Password:
| papercut | hpfuturesmartserviceaccount ‘ -------- ® |
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Click Verify Access:

Edit Network Folder Path

(@ Saveto a standard shared network folder

UNC Folder Path: * Custom Subfolder:
\\server\homes\ 0] %SECURITY_USERNAME%%\scan +
(\\path\path) Appends a custom subfolder at end of the
folder path.

Restrict subfolder access to user

Some Custom Subfolder values will be updated only when the Quick Set is used.

Folder Path Preview:

\\server

Authentication Settings:

Always use these credentials. v
Windows Domain: User Name: Password:

papercut hpfuturesmartserviceaccount ® Verify Access
Save to an FTP Server

A Workstation or Server that has a File Transfer Protocol (FTP) service installed and configured.

Click Ok.

Verify that Folder Settings > Save to shared folders or FTP folders > Network Folder
Path displays the configured UNC Folder Path and Custom Subfolder (if configured);
click Next:

Folder Settings

Standard shared folders are a simple UNC path without any variables. Personal shared folder paths are retrieved after a user signs in. An example would be a user's Home folder specified
in Microsoft Active Directory.

(@ Save to shared folders or FTP folders

\\server\homes\%SECURITY_USERNAME%\scan

Save to a personal shared folder

Requires user sign-in and information specific to the user to create folder path.

(@ Send only to folders with read and write access

This option supports folder verification and job notifications.
Verify folder access prior to job start

When unchecked, users can save jobs more quickly but jobs may fail if the folder is unavailable.

Allow sending to folders with write access only

This option does not support folder verification or job notifications.

In Notification select and configure the required notification; click Next:

Matification

Condition on Which to Notify
| Do not notify v|

Prompt user prior to Job start

Mote: The email address associated with a user's account is used for job notification when a user signs in at the product. If not signed in, the user must enter an email address before
notification |s sent, The product must 2lso be set up to use an SMTP server for sending emall jobs.

HP Instant Support | Shop for Supplies | Product Support
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m. In Scan Settings select and configure the required scan settings; click Next:

Scan Settings
Original Size Original Sides
[ﬂ.ny Size | ~ I 1-sided ~
Dptimize Text/Picture Content Drientation Background Cleanup Darkness

Mixed ~ Portrait ~ 3 - (Normal) ~ 5= [Normal) -
Contrast Sharpness Image Preview Cropping Optiens

5 - (Normal) v 3 - (Normal) b Make optional ~ Do not crop ~

Erase Edges

Specify width of edge margins to be erased.

n. In File Settings select and configure the required scan settings; click Next:

File Settings
File Name Prefix: File Hame *
+ [Untitled]
Not user editable User editable
File Nama Praview:
[Untitled]. paf
File Humbering Format:
K=Y w ‘Add numbering when job has just ane
Used when the job Is divided into multiple file (ex. _1-1)
files
High Compression (smaller file) PDF Encryption
User will be prompted to enter a password
to encrypt the POF when sending or saving
the fila.
Resolution Quality and File Size
150 dpi ~ Medium e
Color/Black

File Name Suffix:
Not user editable

File Type
POF

User editable

Meta Data File Format:

| evious [ Wi | e |

o. Verify that the Summary displays the summary of the configured Quick Set; click

Finish:

Summary

Review settings and click Finish to save the Quick Set. Select Previous to change settings.

Colour PDF

& Netwaork Folder Path: @) Group (1 members)
& File Type PDF

8. Verify that on the Scan/Digital Send > Scan to Network Folder > Quick Sets page, the Quick
Set Name is the name of the configured Quick Set, Status is a green tick icon, and Quick Set
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Type is Scan to Network Folder:

Scan to Network Folder > Quick Sets Help

‘ 0 The operation was executed successfully.

Quick Sets are pre-configured sets of options that allow users to easily start a job without having to manually configure frequently used job settings. A Quick Set can be accessed from the
Home screen or from the app associated with the Quick Set. Quick Sets are saved as unique jobs that do not impact the default options of the apps.

I QuickSet Name Status Quick Set Type
—| HomeScreen
— Quick Sets
Colour PDF (] Scan to Network Folder

Quick Sets that are displayed on the control panel can only be moved using the Control Panel Customization page.

m Manage All Quick Sets

10. Log in to the device as a test user (simple test user).
11. On the Scan to Network Folder screen, click Load:

“ Scan to Network Folder ()

Folder Paths

File Name
[Untitled)]

uick Sets and Defaults n
B
Touch to scan and preview.

Set options marked with the
triangle before scanning.
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12. Verify that the Scan to Network Folder screen displays the configured Quick Set:

S Scan to Network Folder

©)

Colour PDF
File Name Colour PDF

[Untitled]

Folder Paths

Quick Sets and Defaults

13. Select the Quick Set and click Load.

14. Verify that Folder Path displays the network path as configured in the device’s web interface
(Scan/Digital Send > Scan to Network Folder > Quick Sets):

S Scan to Network Folder ©)

Folder Paths

\\serverihomes\simpletestuseriscan

File Name

Sample Scan File

Quick Sets and Defaults

I

Touch to scan and preview.

Set options marked with the
triangle before scanning.

____________________________________________________

Copyright © 2010-2023 PaperCut Software International Pty. Ltd., All Rights Reserved. 53 of 103

Ao




g
PaperCut. | PaperCut MF - HP OXP Embedded Manual 2023-08-23

4.7.5 PaperCut MF’s Integrated Scanning

To enable users to use PaperCut MF’s Integrated Scanning:

1. Configure it on the PaperCut MF Admin web interface.
For more information, see Integrated Scanning or the PaperCut MF manual.

2. Depending on the needs of your environment, you may need to change the default settings
of the following config keys:

e ext-device.hp-oxpd.scan.prompt.checkbox.checked
e ext-device.hp-oxpd.timeout.scan-prompt-send.secs

o ext-device.hp-oxpd.timeout.complete-scan-job.secs

For more information, see 4.7.5.1 Integrated scan workflow, 4.8 Timeouts, 4.13 Config
Editor.

4.7.5.1 Integrated scan workflow

If Integrated Scanning is enabled, then you can use the config key ext-device.hp-
oxpd.scan.prompt.checkbox.checked to specify whether the Prompt for more pages checkbox on

the Scan Details screen and the Scan Settings screen, is checked or unchecked by default (See 4.13
Config Editor).

]
v ¢ = B
o [ PaperCutMF
< PaperCutMF E P
Scan Settings » Scan fo Folder
Account: My Personal Account Balance: $99.80
Scan to Folder Color PDF
Path Duplex mode sidog 251000 File type
usr/test/Scans 1-sided

Filename Onentation Portrait Langscape DP

scan_fx_2018-03-02-11-55-18 A4 Portrait

300 DPI Paper size A 5 Color mode

Change settings

Prompt for more pages RV Start

o A checked Prompt for more pages checkbox enables the device to display the Scan More or
Finish screen, providing users with the ability to add more pages to the current scan job or
start new scan jobs retaining the current scan job's settings and account selection attributes:

Scan More or Finish

[
Cancel paperCUtMF Simple Test User E;

3 pages scanned

Scan next page

Scan nee document
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Note: To specify the user inactivity timeout on this screen, use the config key ext-device.hp-
oxpd.timeout.scan-prompt-send.secs. For more information, see 4.8 Timeouts, 4.13 Config
Editor.

e An unchecked Prompt for more pages checkbox enables the device to complete the current
scan and send it to the user (scan transfer).

Scan Complete Scan Complete

P -
fr papercut“\vjr”:'g Simple TestUser [ A Papercut“\v: Simple TestUser =

Scan completed
Scan failed

5 pages scanned

© ®

Note: To specify the user inactivity timeout on this screen, use the config key ext-device.hp-
oxpd.timeout.complete-scan-job.secs. For more information, see 4.8 Timeouts, 4.13
Config Editor.

4.7.5.2 Enhanced mode - Integrated scan workflow

HP Enhanced mode can be enabled via a config key ext-device.hp-oxpd.enhanced-mode. This user
workflow presents PaperCut login and directs user to PaperCut home screen. When disabled, user
workflow presents PaperCut login and directs user to Device home screen.

The enhanced integrated scan workflow at the device is altered as follows:
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Sign Out  Simple Test User Scan Actions

fr PaperCut - (g

Account: My Personal Account Balance: $100 0

Sign Out Simple Test User Scan Details

< PaperCut ' g

Account: My Personal Account Balance: $100 0

Scan to My Email

@gmail com

Change settings

Sign Out Simple Test User Scan Settings

PaperCut

Prompt for more pages
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Sign Out  Simple Test User Scan More or Finish

cencel PaperCut

1 page scanned

Scan next page

S new docament

Sign Out Simple Test User Scan Complete

PaperCut

Scan completed

1 page scanned

)

Sign Out  Simple Test User Scan Complete

PaperCut

4.8 Timeouts

A user who is detected as being idle (on a PaperCut MF screen or a non-PaperCut MF device screen)
is automatically logged out after a certain interval of time, based on the following conditions:
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Device timeout ‘

Scan More or Finish Scan Complete on

fimeout timeout timeout:
ext-device.hp- ext-device.hp-
%, oxpd.timeout.complete- Logged

oxpd.timeout.scan-prompt-
send.secs ﬁu" scan-job.secs out.

Scanning Scan More or Scan Complete
Finish (with the (with scan

three buttons — Scan completed or failed

next page, Scan new status)
document, Finish)

Scan Actions,
Scan Details,
Scan Settings

(with a processing
spinning wheel)

e Device timeout - If the user is idle on a non-PaperCut MF device screen, then the user is
logged out based on the device’s timeout.
To configure the device’s timeout:
a. Login to the device’s web interface as an administrator.
b. Navigate to General > Control Panel Customization > Display Settings.
c. InInactivity Timeout, enter the required device timeout.

Information  General  Copy/Primt  Scan/DigitalSend Fax  Troubleshooting  Secwrity  HPWebServices  Networking

=| Control Panel Control Panel Customization > Display Settings [Helo |

Customization

Display Settings

Home Screen ) ;
Customization o

Control Pznel Language System Sound

and Keyboard Layouts On v
Quick Sets )
Show Date and Time
Alerts

Control Panel Settings App Shaw connectian information

General Settings
AutoSend [ Show connection instructions

Edit Other Links
Show Weltome Message
Ordering Information
. X Show awelcome message on the Home screen when the product starts up, when the product is idle before it goes to sleep, and after a user signs out,
Device Information

Language Inactivity Timeout

Firmware Upgrade
(10-300) seconds

Date/ Time Settings

Energy Settings Clearable Warnings
Back up and Restore Job i
Reset Factory Settings Continuable Events
Solution Installer Auto-continue (10 seconds) ~

Quota and Statistics Services

Note: If the user is idle on a non-PaperCut MF device screen, then the user is logged
out based on this value. However, if the user is idle on a PaperCut MF screen and if
this value is lower than the PaperCut MF timeout (the config key ext-
device.inactivity-timeout-secs), then the user is logged out based on this value (i.e.
this value supersedes and overrides the higher value of the config key). For more
information, see 4.8 Timeouts and 4.13 Config Editor.

d. Click Apply.
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e PaperCut MF timeout - If the user is idle on a PaperCut MF screen, then the user is logged
out based on the config key ext-device.inactivity-timeout-secs or the device’s timeout,
whichever has the lower value. For more information, see 4.13 Config Editor.

e PaperCut MF integrated scanning timeouts — If the user is using Integrated Scanning, then
timeouts are based on the following config keys:

o PaperCut MF Scan More or Finish timeout - ext-device.hp-oxpd.timeout.scan-
prompt-send.secs

o PaperCut MF Scan Complete timeout - ext-device.hp-oxpd.timeout.complete-scan-
job.secs

For more information, see 4.13 Config Editor

4.9 Device’s Manage Trays settings
To configure the device’s Manage Trays settings:

1. Login to the device’s web interface as an administrator.
2. Navigate to Copy/Print > Manage Trays:

Information General  Copy/Print  Scan/Digital Send Fax  Supplies  Troubleshooting  Security  HPWeb Services  Networking

Manage Trays Help
Trays
Tray Stamrs Size Type
Modify Tray1 L__I Depleted Any Size Any Type
Manage Trays Modify  Tray2 1< 10% A4{210x297 mm) Plzin

General Tray Settings

Use Requested Tray Manually Feed Prompt Size/Type Prompt
Always prompt [~]
Use Another Tray Alternative Letterhead Mode Duplex Blank Pages
Allow ~ off ~ Automatic ~
Image Rotation Override Ad/Letter Rotate Offset
Left toright ~ Yes ~ Off ~

The Tray 1 Size, Tray 1 Type, Use Requested Tray, and Size/Type Prompt settings cannot be changed unless all users have the following permission: Ability to modify
tray size and type settings. -

En E3

3. In Trays, click Modify for the required tray you are modifying.
4. In Size and Type, select the required paper size and type for this tray:

Manage Trays

Tray1
size
v Any Size 1]
Letter (8.5x11)
Legal (8.5x14)
Executive (7.25x10.6)
Statement (5.5x8.5)
Oficio (8.5x13)
3x5
46
5x7
5x8
A4 (210x297 mm)
A5 = (148x210mm)
AS5 0 (148x210 mm)
AB (105148 mm)
RA4 (215x305 mm)
B5 (182x257 mm)
B6 (128x182 mm)
10x15cm
16K (195x270 mm)
16K (184x260 mm)
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5.

Manage Trays

Tray 1
Size
A4 (210x297 mm) v

Only sizes that match the current paper
guide positions in the tray are available in
this list.

Any Type

P |

HP Matte 1059
HP Matte 120g
HP Matte 150g
HP Matte 200g
HP Soft Gloss 120g
HP Glossy 120g
HP Glossy 150g
HP Glossy 200g
Light 60-74g
Mid-Weight 96-110g
Heavy 111-130g
Extra Heavy 131-175g
Cardstock 176-220g

Click Apply.

2023-08-23

Note: If the Size and Type fields do not display required dropdown options, then see 6.10

Paper trays are not configurable.

Manage Trays

Tray 1

Size
Any Size w

that match the current paper
gu tions in the tray are available in
this list.

Type

| Any Type ~ |

4.10 Device’s Control Panel Language and Keyboard Layouts settings

To configure the device’s Control Panel Language and Keyboard Layouts settings:

3.
4.

4.11 Device’s first screen message

Log in to the device’s web interface as an administrator.

Navigate to General > Control Panel Customization > Control Panel Language and Keyboard

Layouts.

Set the Control Panel Language and Keyboard Layouts fields as required.

Click Apply.

Note: This is only applicable to devices running HP FutureSmart 4 Firmware Bundle Version 4.5.5 or

above. For more information, see 6.3 Device’s first screen and login workflow.

The first screen on devices running HP FutureSmart 4 Firmware Bundle Version 4.5.5 or above, is

usually a white screen with the following default message, which you can customize:
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) Reset Signhn @ @ 1039

Sign-in is required to use this product.

To customize the device’s first screen message:

Log in to the device’s web interface as an administrator.

Navigate to Security > Access Control.

In Mandatory Sign-In > Initial Screen, select Use a custom message.
In Message, enter the required text.

For example, instructions to help users access the device.

Information  General  Copy/Print  Scan/DigitalSend Fax  Supplies  Troubleshooting  Security  HP Web Services

i s

ty Access Control

Account Policy

Access Control

Web Se

Self Test
If unchecked, users must sign in using the
sign-in method set for each application at
the product control panel,

Mandatory Sign-in
Initial Screen

The default sign-in message is "Sign-in is required to use this product.”.

Use a custom message

Message:
Press Sign-in or Swipe Card

5. Click Apply.
4.12 Screen headers

4.12.1 Header colors

To customize the colors (background and text) of the headers on all PaperCut MF screens:

1. Use the following config keys:
ext-device.hp-oxpd.header.color
ext-device.hp-oxpd.header.textcolor
For more information, see 4.13 Config Editor.
2. Login to the device as a test user (simple test user).
Verify that the device’s header background and text colors are as required.

4.12.2 Header logo

To customize the logo on the headers of all PaperCut MF screens:
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1. Create the device’s header logo as per the following specifications:

e Image height = 50 pixels

e Image width = 360 pixels

e Image file format = . png

e Image filename = 1ogo.png

e Image file location = [PaperCut Install

Location]\server\custom\web\device\hp-oxp\

2. Login to the device as a test user (simple test user).
3. Verify that the device’s header logo is as required.

4.13 Config Editor

PaperCut MF provides you with several global and device-specific config keys that you can modify to
suit your environment. While some keys are only global (impacting PaperCut MF on all devices) or
only device-specific (impacting PaperCut MF on the selected device), other keys are both global and
device-specific simultaneously. Such keys initially inherit their global settings (GLOBAL) as their
default settings. However, changes made at the device-level overrides these globally inherited
default settings.

To configure the device using the available global config keys (impact PaperCut MF on all devices):

1. Login to the PaperCut MF Admin web interface.
2. Navigate to Options > Actions > Config editor (advanced).
Note: For more information, see the PaperCut MF manual.

To configure the device using the available device-specific config keys (impact PaperCut MF on the
selected device):

Log in to the PaperCut MF Admin web interface.
Navigate to Devices.

Select the required device.

Click Advanced Config.

el

The available config keys are:

Config name Description
Device screens

ext-device.hp-oxpd.login- Customize the text that appears on the PaperCut MF
instruction Login screen. For example, instructions to help users log
in to PaperCut MF on the device.

This is a device-specific config key.

e Values: Any text, DEFAULT

Copyright © 2010-2023 PaperCut Software International Pty. Ltd., All Rights Reserved. 62 of 103


https://www.papercut.com/support/resources/manuals/ng-mf/home-mf.html

9
PaperCut. | paperCut MF - HP OXP Embedded Manual

ext-device.hp-oxpd.login.id-
field.numeric

ext-device.hp-oxpd.guest-
access.label

ext-device.hp-
oxpd.header.color

ext-device.hp-
oxpd.header.textcolor

o Default: DEFAULT (device-specific PaperCut MF
text)

Note: To add a line break, use \n. For example, PaperCut
Software\nSwipe your card to log in.

Toggle whether the login ID field contains only numbers.
When enabled a soft number pad is displayed in place of
the soft keyboard.

This is a device-specific config key.

e Values: Y, N, DEFAULT
e Default: DEFAULT (N)

Note: Some device/firmware combinations may not have
this feature, and will display the soft keyboard instead.

Customize the text of the Guest button that appears on
the PaperCut MF Login screen.

This is a device-specific config key.

e Values: Any text, DEFAULT
e Default: DEFAULT (Guest)

Note: This is only applicable if guest access is activated
(Allow guest/anonymous access is selected and at least
any one other option is also selected). For more
information, see 4.3 User authentication options.

Customize the background color of headers on all
PaperCut MF screens.

This is a device-specific config key.

e Values: #HRRGGBB (hexadecimal web/ HTML
notation of Red:Green:Blue), DEFAULT
e Default: DEFAULT (dark green)

Note: For more information, see 4.12.1 Header colors.

Customize the text color of headers on all PaperCut MF
screens.

This is a device-specific config key.

e Values: #RRGGBB (hexadecimal web/ HTML
notation of Red:Green:Blue), DEFAULT

Copyright © 2010-2023 PaperCut Software International Pty. Ltd., All Rights Reserved. 63 of 103

A

2023-08-23



9
PaperCut. | paperCut MF - HP OXP Embedded Manual

ext-device.hp-oxpd.release-
show-cost

ext-device.hp-
oxpd.register.account-selection

ext-device.hp-oxpd.account-
list.limit

ext-device.hp-oxpd.release.list-

e Default: DEFAULT (white)

Note: For more information, see 4.12.1 Header colors.

Toggle the display of the cost of held print jobs on the
PaperCut MF Print Release and Print Settings screens.

This is a device-specific config key.

e Values:Y,N
e Default: Y

Note: Setting this to N —

e hides the account balance, and
e does not display the savings based on other
changes made to held print job settings.
For more information, see 4.6.2 User selection of job
attributes.

Toggle the display of the PaperCut MF Account Selection
icon on the device’ Home screen.

This is a device-specific config key.

e Values:Y,N
e Default: Y

Note: For more information, see 4.7.2 User selection of
an account.

Specify the maximum number of applicable shared
accounts displayed on the PaperCut MF Account
Selection screen.

This is a device-specific config key.

e Values: 1-500
e Default: 100

Note: For more information, see 4.7.2 User selection of
an account.

Specify the maximum number of print jobs that display
on the Papercut MF Print Release screen.

limit
This is a device specific config key.
e Values: any positive integers
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e Default: DEFAULT

Default setting will display all print jobs accessible by

the user.
ext-device.hp- Configure access permissions for the additional device
oxpd.permission.server- jobs using:
managed e PaperCut MF, or
e the device’s web interface
This is a device-specific config key.
e Values: Y (configure access permissions using
PaperCut MF), N (configure access permissions
using device’s web interface)
e Default: Y
Note:
e Setting thistoY—

o uses PaperCut MF to configure access
permissions for the additional device
jobs.

o requires PaperCut MF’s config keys ext-
device.hp-oxpd.permission.whitelist and
ext-device.hp-
oxpd.guest.permission.whitelist to be
configured.

o overrides access permissions configured
on the device’s web interface.

e Setting thisto N —

o uses the device’s web interface to
configure access permissions for the
additional device jobs.

o requires the device’s web interface’s
Access Control settings to be configured.

o overrides access permissions configured
via PaperCut MF’s config keys ext-
device.hp-oxpd.permission.whitelist and
ext-device.hp-
oxpd.guest.permission.whitelist

e For more information, see 4.7.1.1 Additional
device jobs.
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ext-device.hp- Specify the additional device jobs that only authenticated

oxpd.permission.whitelist users can access.

This is a device-specific config key.

e Values: * (all the following additional device
jobs), any one or a comma-separated
combination of the following additional device
jobs (not case sensitive):

Copy

Copy/Print

Scan

USB Drive

Network Folder

Email

Scan to USB Drive

Scan to Job Storage

Scan to Network Folder

Scan to SharePoint®

Print from Job Storage

Print from USB Drive

Print in color

Scan/Digital Send

Ability to edit the network folder path

Load Scan to Network Folder Quick Set

Load Scan to USB Drive Quick Set

1-sided copy output

Make a Color Copy

Load Copy Quick Set

Fax

Load Fax Quick Set

Ability to edit the From field for email

Ability to edit the To field for email

Ability to edit the CC field for email

Ability to edit the BCC field for email

Ability to edit the Subject field for email

Ability to edit the body of an email

Load Email Quick Set

e Default: * (all the above additional device jobs)

o 0 0o o o o oo o 0o oo o o o o o o o o o o o o o o o

Note:

e This is only applicable if the config key ext-
device.hp-oxpd.permission.server-managed is
setto.
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e This is not an exhaustive list of all the additional
device jobs. For more information, see the log file
located in: [PaperCut MF Install
Location]\server\logs\hp-oxp-
installed-apps.log

e Ensure this does not contradict the settings
configured on the PaperCut MF Admin web
interface (see 4.7.1 Tracking device jobs). For
example, if this config key contains Scan to
SharePoint®, then PaperCut MF must track
scanning (i.e. the Track & control scanning
checkbox must be selected). If there is a
contradiction, the device displays the Quota
service error (see 6.8 "Quota service error").

e To ensure the device’s paper trays are
configurable, do not include the value Ability to
modify tray size and type settings. For more
information, see 4.9 Device’s Manage Trays
settings and 6.10 Paper trays are not
configurable.

ext-device.hp- Specify the additional device jobs that unauthenticated

oxpd.guest.permission.whitelist US€rs can access.

This is a device-specific config key.

e Values: any one or a comma-separated
combination of the additional device jobs (not
case sensitive) listed in the log file located in:
[PaperCut MF Install
Location]\server\logs\hp-oxp-
installed-apps.log

Note:

e This is only applicable if the config key ext-
device.hp-oxpd.permission.server-managed is
setto.

e Ensure this does not contradict the settings
configured on the PaperCut MF Admin web
interface (see 4.7.1 Tracking device jobs). For
example, if this config key contains Scan to
SharePoint®, then PaperCut MF must track
scanning (i.e. the Track & control scanning
checkbox must be selected). If there is a
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ext-device.hp-
oxpd.scan.prompt.checkbox.ch
ecked

"Swipe card" authentication

ext-device.hp-oxpd.fast-swipe-
login-flow

contradiction, the device displays the Quota
service error (see 6.8 "Quota service error").

e This alters the device’s first screen and the
resulting login workflow on devices running HP
FutureSmart 4 Firmware Bundle Version is 4.5.5
or above. For more information, see 6.3 Device’s
first screen and login workflow.

e To ensure the device’s paper trays are
configurable, include the value Ability to modify
tray size and type settings. For more information,
see 4.9 Device’s Manage Trays settings and 6.10
Paper trays are not configurable

Specify the default setting of the PaperCut MF Scan
screens’ Prompt for more pages checkbox (checked or
unchecked) and the display of the PaperCut MF Scan
More or Finish screen (with the three buttons — Scan next
page, Scan new document, Finish).

This is a device-specific config key.

e Values: Y (checked by default; can be changed by
the user), N (unchecked by default; can be
changed by the user)

e Default: Y

Note: For more information, see 4.7.5.1 Integrated scan
workflow.

option

Enable or disable quick swipe-to-login.
This is a device-specific config key.

e Values: Y (quick swipe-to-login), N (standard
swipe-to-login), DEFAULT
e Default: DEFAULT (N)

Note:

e This is only applicable if the Swipe card
authentication option is selected. For more
information, see 4.3 User authentication options
and 4.4 User authentication via swipe cards.

e Settingthisto Y -
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o
O

ext-device.hp-oxpd.skip-hid-
restart

2023-08-23

enables quick swipe-to-login

could also cause some issues, based on
the device’s HP FutureSmart 4 Firmware
Bundle Version. For more information
about compatible versions, see the
Known Issues with HP (PaperCut MF)

page.

Specify whether or not the device skips the HID restart
when a user logs in with a swipe card.

This is a device-specific config key.

e \Values:Y,N
e Default: DEFAULT (N)

Note:

e Setting this to Y — Enables skipping the HID
restart during card swiping. The login time might
be reduced to approximately 3-6 seconds.

e Setting this to N — Disables skipping the HID
restart during card swiping.

ext-device.hp-
oxpd.register.card-reader

Specify whether or not PaperCut MF is allowed to
automatically register and establish an exclusive lock on

card readers that are detected on the device.

This is a device-specific config key.

e Values:Y, N
e Default: Y

Note:

e Setting this to Y — only allows PaperCut MF to

exclusively use card readers, preventing third-

party applications from using them. This is only

recommended if the Swipe card authentication

option is selected. For more information, see 4.3

User authentication options and 4.4 User

authentication via swipe cards

e Setting this to N — allows third-party applications

to use card readers. This is recommended if card

readers are not used
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by PaperCut MF for swipe card authentication.

ext-device.hp-oxpd.additional-  Specify the card readers that are supported by PaperCut
card-readers.vid-pid.hex MF, in addition to the list of already supported card
readers.

This is a device-specific config key.

e Values: any one or a comma-separated list of
OxVID:0xPID of card readers (hexadecimal web/
HTML notation). For example, for the Bio-Buddy
Converter, specify 0x2f9f:0x0110.

Note: This is only applicable if the Swipe card
authentication option is selected. For more information,
see 4.3 User authentication options and 4.4 User
authentication via swipe cards, 4.4.1 Supported card

readers.
ext-device.card-self- Specify the use of the primary or the secondary card
association.use-secondary-card- number slot to save card identifiers during card self-
number association.

This is a global and device-specific config key.
Device-specific:

e Values: Y, N, GLOBAL (inherited from global
settings)
e Default: GLOBAL (inherited from global settings)

e Values: N (Primary), Y (Secondary)
e Default: N

Note: This is only applicable if the Swipe card - Enable
self-association with existing user accounts
authentication option is selected. For more information,
see 4.3 User authentication options

ext-device.self-association- Specify the regular expression filter to be used to validate
allowed-card-regex card identifiers during card self-association.

This is a device-specific config key.

e Values: Any valid regular expression, DEFAULT
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ext-device.card-no-regex

ext-device.card-no-converter

e Default: DEFAULT

Note: This is only applicable if the Swipe card - Enable
self-association with existing user accounts
authentication option is selected. For more information,
see 4.3 User authentication options and 4.4.2 Handling
card identifiers.

Specify the regular expression filter to be used to extract
card identifiers for authentication.

This is a global and device-specific config key.
Device-specific:

e Values: Any valid regular expression, GLOBAL
(inherited from global settings)
e Default: GLOBAL (inherited from global settings)

Global:

e Values: Any valid regular expression

Note: This is only applicable if the Swipe card
authentication option is selected. For more information,
see 4.3 User authentication options and 4.4.2 Handling
card identifiers.

Specify the converters (standard format converters,
custom JavaScript converters, or both) to be used to
modify card identifiers for authentication

This is a global and device-specific config key.
Device-specific:

e Values: Any valid converter (standard format
converters, custom JavaScript converters, or
both), GLOBAL (inherited from global settings)

e Default: GLOBAL (inherited from global settings)

Global:

e Values: Any valid converter (standard format
converters, custom JavaScript converters, or
both)

Note: This is only applicable if the Swipe card
authentication option is selected. For more information,
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see 4.3 User authentication options and 4.4.2 Handling
card identifiers.

Job costs and account balances (Zero Stop)

ext-device.hp-oxpd.limit-
reference.duplex

ext-device.hp-oxpd.limit-
reference.grayscale

ext-device.hp-oxpd.limit-
reference.paper-size

ext-device.hp-
oxpd.restricted.multiple-txns

When configuring the Reference Page Cost that is used to
calculate the maximum number of Reference Pages
Allowed for copy, scan and fax jobs, specify whether the
Reference Page used is a simplex page or a duplex page.

This is a device-specific config key.

e Values: N (simplex), Y (duplex)
e Default: N

Note: For more information, see 4.7.3.1 Reference Page
Cost and maximum number of Reference Pages Allowed.

When configuring the Reference Page Cost that is used to
calculate the maximum number of Reference Pages
Allowed for copy, scan and fax jobs, specify whether the
Reference Page used is a color page or a grayscale page

This is a device-specific config key.

e Values: Y (grayscale), N (color)
e Default: Y

Note: For more information, see 4.7.3.1 Reference Page
Cost and maximum number of Reference Pages Allowed.

When configuring the Reference Page Cost that is used to
calculate the maximum number of Reference Pages
Allowed for copy, scan and fax jobs, specify the paper size
of the Reference Page used.

This is a device-specific config key.

e Values: Any valid paper size, DEFAULT
e Default: DEFAULT (Worldwide: A4; North
America: Letter)

Note: For more information, see 4.7.3.1 Reference Page
Cost and maximum number of Reference Pages Allowed.

Specify whether or not restricted users are permitted to
perform multiple transactions simultaneously on the
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device. For example, perform a copy job while another
print job is in progress.

This is a device-specific config key.

e Values: N (multiple transactions not permitted), Y
(multiple transactions permitted)
e Default: N

Note:

e This is only applicable to restricted users.

e Setting this to N —is recommended to ensure
that restricted users’ account balances do not
drop below zero.

e For more information, see 4.7.3.2 Multiple Jobs.

Network resilience, security, debug logs, uninstallation

system.network-address Specify the network IP address or FQDN (Fully Qualified
Domain Name) of the PaperCut MF Application Server
that the device uses to make inbound connections.

This is a global config key.

e Values: Network IP address or FQDN (Fully
Qualified Domain Name) of the PaperCut MF
Application Server used by the device for
inbound connections.

Note: For more information, see 4.1.1 Inbound
connections to PaperCut MF Application Server.

ext-device.hp-oxpd.use-ssl Toggle the use of the encrypted, secure HTTPS (SSL/TLS)
protocol for communication between PaperCut MF and
the device.

This is a device-specific config key.

e Values: N (TCP/HTTP), Y (SSL/TLS/HTTPS)
e Default: N (TCP/HTTP)

Note: Ensure to set the config key ext-device.hp-
oxpd.port-num as required.

For more information, see 4.2.1 HTTPS Security
(recommended).
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ext-device.hp-oxpd.port-num

ext-device.hp-oxpd.period.ping

ext-device.hp-oxpd.period.error

ext-device.hp-oxpd.device-
setup-complete.delay-secs

ext-device.block-release-on-
error.snmp-error-list

Specify the port of the device to be used for
communication between PaperCut MF and the device.

This is a device-specific config key.

e Values: 80 (TCP/HTTP), 443 (SSL/TLS/HTTPS), any
other valid port number based on your
networking/firewall configuration

e Default: 80 (TCP/HTTP)

Note: Ensure to set the config key ext-device.hp-
oxpd.use-ssl as required.

For more information, see 4.2.1 HTTPS Security
(recommended).

Specify the interval of time (seconds) between each
attempt made by PaperCut MF to connect to the device.

This is a device-specific config key.

e Values: 1-3600 (seconds)
e Default: 300 (seconds)

Specify the interval of time (seconds) between each
attempt made by PaperCut MF to connect to the device,
after encountering an error when installing PaperCut MF
on the device (i.e. device registration and integration).

This is a device-specific config key.

e Values: 1-3600 (seconds)
e Default: 60 (seconds)

Specify the interval of ramp-up time (seconds) following
device registration after which the device can be used.

This is a device-specific config key.

e Values: 0-20 (seconds)
e Default: 5 (seconds)

Note: Use this only if there is an open support ticket with
PaperCut Support.

Specify the errors that will prevent jobs from being
released.

This is a global config key.
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ext-device.block-release-on-
error.snmp-byte-order-mode

Timeouts

ext-device.inactivity-timeout-
secs

e Values: DEFAULT, any one or a comma-separated
combination of the following printer error types
(not case sensitive):

lowPaper

noPaper

lowToner

noToner

doorOpen

jammed

offline

serviceRequested

inputTrayMissing

outputTrayMissing

markerSupplyMissing

outputNearFull

outputFull

o 0O 0O 0O O 0 0 0 o O O o o

inputTrayEmpty
o overduePreventMaint
e Default: DEFAULT (noPaper, doorOpen, jammed,
offline, inputTrayMissing, outputTrayMissing,
markerSupplyMissing, outputFull)

Specify the byte order used to notify PaperCut MF of
printer errors.

This is a global config key.

e Values: FORWARD, REVERSE, DEFAULT
e Default: DEFAULT (FORWARD)

e Setting this to DEFAULT —is recommended if you
do not know the byte order used by the device.

e Setting this to REVERSE — is recommended if
SNMP notifications are incorrect.

PaperCut MF timeout: Specify the interval of time
(seconds) after which a user who is detected as being idle
on PaperCut MF is automatically logged out.

This is a device-specific config key.

e Values: Any positive number (seconds)
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ext-device.hp-
oxpd.timeout.scan-prompt-
send.secs

ext-device.hp-
oxpd.timeout.complete-scan-
job.secs

Enhanced user workflow

ext-device.hp-oxpd.enhanced-
mode

e Default: 60 (seconds)

Note: This is only applicable if it is lower than the value of
the device’s timeout. However, if it is higher, then it is
overridden by the lower value of device’s timeout. For
more information, see 4.8 Timeouts.

PaperCut MF Scan More or Finish timeout: Specify the
interval of time (seconds) after which a user who is
detected as being idle on the PaperCut MF Scan More or
Finish (with the three buttons — Scan next page, Scan
new document, Finish) screen is automatically taken to
the PaperCut MF Scan Complete (with scan completed or
failed status). The process of sending the completed scan
job to the user (scan transfer) is also automatically
initiated, and the user is logged out.

This is a device-specific config key.

e Values: Any positive integer, DEFAULT
e Default: DEFAULT (30 seconds)

Note: This timeout temporarily deactivates the PaperCut
MF timeout (ext-device.inactivity-timeout-secs) and the
device timeout. For more information, see 4.8 Timeouts.

PaperCut MF Scan Complete timeout: Specify the
interval of time (seconds) after which a user who is
detected as being idle on the PaperCut MF Scan
Complete screen (with scan completed or failed status), is
automatically logged out.

This is a device-specific config key.

e Values: Any positive integer, DEFAULT
e Default: DEFAULT (5 seconds)

Note: This timeout temporarily deactivates the PaperCut
MF timeout (ext-device.inactivity-timeout-secs) and the
device timeout. For more information, see 4.8 Timeouts.

This is a global and device-specific config key.
Global:

e Values: Y, N, DEFAULT (currently N)
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e Default: DEFAULT

Note: If you have a firmware that supports enhanced
mode, and want a consistent experience across your fleet
change the PaperCut MF global configuration key ext-
device.hp-oxpd.enhanced-mode From DEFAULT to VY.
DEFAULT behavior is off in 21.0.

Device-specific:

e Values:Y, N, GLOBAL
e Default: GLOBAL (inherited from global settings)

Note:

e Setting this to Y or N overrides the Global Config
key

ext-device.hp-oxpd.direct-to- This is a device-specific config key.

release-page Device-specific:

e Values:Y, N
e Default: N
Note:

Setting this to Y configures to login directly to print
release.

ext-device.hp-oxpd.skip- This is a device-specific config key.

release-screen-when-no-jobs Device-specific:

e Values:Y, N
e Default: N
Note:

This key is relevant only if ext-device.hp-oxpd.direct-to-
release-page is set to Y. Setting this also to Y, configures
to login directly to print release, but to home screen if no
jobs to release
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4.14 Customization

4.14.1 Home screen Application Icons:

From version 20.0.3, to customize Papercut MF application logos on the device Home screen, put the
logo images under the custom folder on the server:

<Papercut MF Installed folder>/server/custom/web/device/hp-oxp

The custom icons should match the respective app icon name to replace default Papercut MF icon

e account_icon_big.png: Account Selection app
e release_icon_big.png: Print Release app
e scan_icon_big.png: Integrated Scanning app

To change logos on an existing device, apply some changes that triggers device re-registration such as
changing authentication method.

5 Known Limitations

5.1 Limitations of the configured Reference Page Cost and
maximum number of Reference Pages Allowed

The Reference Page Cost that is used to calculate the maximum number of Reference Pages Allowed
for copy, scan and fax jobs have the following limitations.

5.1.1 Limitation 1: Reference Page Cost is unavailable for on-device print jobs

The Reference Page Cost that is used to calculate the maximum number of Reference Pages Allowed
for device jobs is only available for copy, scan and fax jobs. It is unavailable for on-device print jobs.
As a result, when printing from a USB or storage device, a restricted user’s account balance can drop
below zero.

5.1.2 Limitation 2: Reference Page Cost is lower than the actual per page cost

If the Reference Page Cost is lower than the actual per page cost of the restricted user’s copy, scan or
fax job, then the restricted user’s account balance could drop below zero. This is because the cost of
the equivalent number of pages of the actual job would be much higher than the cost of the same
number of Reference Pages Allowed.

Example — Reference Page Cost is lower than actual job cost

The following is an example of what could happen if the Reference Page Cost is based on an A4 paper
size (which costs less than Letter), but the actual job is a Letter paper size. The job is allowed, and the
restricted user’s account balance drops below zero.

e Account’s opening balance = 54.50

e Attributes and costs of references:
o Configured attribute of one Reference Page = A4
o Calculated cost of one Reference Page = $1.00
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o Maximum number of Reference Pages Allowed =4
o Total cost of maximum number of Reference Pages Allowed = $4
o Account’s closing balance using References = 50.50 (actual job is allowed)
e Attributes and costs of actuals:
Attribute of actual page = Letter
Cost of actual page = $1.50
Number of actual pages =4
Total cost of actual pages = $6

O O O O

Account’s closing balance using actuals = 5-1.50 (account balance is negative)

If the Reference Page Cost is higher than the actual per page cost of the restricted user’s copy, scan
or fax job, then even if the restricted user’s account balance has enough funds to cover the actual
cost of the job, the following could occur:

e the user could be incorrectly prevented from starting a scan, copy, fax job,

e the user could be prematurely stopped in the middle of a scan, copy, fax job.
This is because the cost of the number of Reference Pages Allowed would be higher than the cost of
the equivalent number of pages of the actual job.

Example — Reference Page Cost is higher than actual job cost

The following is an example of what could happen if the Reference Page Cost is based on a Letter
paper size (which costs more than A4), but the actual job is an A4 paper size. The job is not allowed
although the account balance has enough funds to cover the job without dropping below zero.
e Account’s opening balance = 51.50
e Attributes and costs of references:
o Configured attribute of one Reference Page = Letter
o Calculated cost of one Reference Page = $2.00
o Maximum number of Reference Pages Allowed = 0 (actual job is not allowed)
e Attributes and costs of actuals:
Attribute of actual page = A4
Cost of actual page = $0.50
Number of actual pages =2
Total cost of actual pages = $1.00

O O O O

Account’s closing balance using actuals = 50.50 (account balance would not have
been negative, if the actual job was allowed)

While a restricted user’s copy, scan or fax job is in progress, if the maximum number of Reference
Pages Allowed is reached, then PaperCut MF’s ability to stop the job is delayed by:

e 8 copied or faxed sheets of paper from when it is detected. As a result, when copying or
faxing, a restricted user’s account balance can drop below zero for a maximum of the cost of
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8 copied or faxed sheets of paper. The 8 copied or faxed sheets of paper could be 8 simplex
or 16 duplex copied or faxed pages.

e 1 simplex scanned page from when it is detected. As a result, when simplex scanning, a
restricted user’s account balance can drop below zero for a maximum of the cost of 1
simplex scanned page.

5.2 The configured user home directory network path is not auto-
populated on the device’s Scan to Network Folder
While creating and configuring users in PaperCut MF, the user home directory network path is

usually configured for all users (Users > User List > User Details > Home directory). However, this
path is NOT auto-populated on the Scan to Network Folder screen’s Folder Path:

O Scan to Network Folder

Folder Paths

----------------------------------------------------

File Name
[Untitled]

Quick Sets and Defaults

I

Touch to scan and preview.

Set options marked with the
triangle before scanning.

____________________________________________________

=

As a result, to enable users to use Scan to Network Folder on the device, you must configure it on
the device’s web interface. For more information, see 4.7.4.2 Device’s Scan to Network Folder
settings.

5.3 Some paper sizes are unsupported

Charges for some unsupported paper sizes cannot be configured on the device’s Device Details >
Charging page (they do not appear as an option in the Add Size field). As a result, the charge applied
if using any of these paper sizes, is the default charge that is set on the Device Details > Charging
page.

The list of unsupported paper sizes includes:

o Envelope_A2_4point375x5point75in

Copyright © 2010-2023 PaperCut Software International Pty. Ltd., All Rights Reserved. 80 of 103




9
PaperCut. | paperCut MF - HP OXP Embedded Manual 2023-08-23

e Envelope_Catalogl_6x9in

e Envelope_Comm6point75_3point625x6point5in
e Envelope_Monarch_3point875x7point5in
e Envelope_Windsor_3point875x8point875in
e |nvoice_5point5x8point5in

e JBusinessCard_55x91mm

e JDoublePostcard_148x200mm
o JDoublePostcard_Rotated_148x200mm
e JIS_Chou3_120x235mm

e JIS Chou4 90x205mm

e JIS Exec_216x330mm

e JIS Kaku2_ 240x332mm

e JPostcard_100x148mm

e LongScan_8point5x34in

e Mutsugiri_203x254mm

e [SO_A 8 52 X_74_MM

e [SO_A 9 37 X_52_ MM

e [SO_A 10 26 _X_37_MM

e ISO_B_8 62_X_88 MM

e 1SO_B_9 44 X_62_MM

e ISO_B_10 31 _X_44 MM

e [SO_C_0.917_X_1297_MM

e 1SO_C_1 648 X 917_MM

e ISO_C_2 458 X_648_MM

e [SO_C_7_81 X 114 MM

e [SO_C_8 57_X 81 _MM

e SO _C_9 40 X_57 MM

e 1SO_C_10_28_X_40_MM

e JIS_B_0_1030_X_1456_MM

e JIS B 6 128 X 182 MM

e JIS B 791 X 128 MM

e JIS B 864 X 91 MM

e JIS B 9 45 X_64_MM

e JIS B_10 32_X 45 MM

e DIN 2 A 0 1189 X_1682_MM
e DIN 4 A 0 1682 X 2378 MM
e ENVELOPE_DL_110_X_220_MM
e GENERAL_3_POINT_5_X_5_IN

e GENERAL_3_X_5_IN

e GENERAL_4 X _6_IN

e GENERAL_4_X_8 IN

e GENERAL_4_X_12_IN

e GENERAL_5 X_7_IN
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e GENERAL 5 X 8 IN

e GENERAL 6 X 8 IN

e GENERAL_7_X_9_IN

e GENERAL_10_X_13_IN
e GENERAL_10_X_15_IN
e GENERAL 11 X_12_IN
e GENERAL 11 _X_14_IN
e GENERAL 11 _X_19_IN
e GENERAL_12_X_12_IN
e GENERAL_12_X_14_IN
e GENERAL_12_X_19_IN

5.4 Scanning continues even if the feeder or glass is empty

If using Integrated Scanning, the pages to be scanned must be placed on the document feeder or the
glass before starting the scan. If the document feeder or the glass is empty, the device does not
prompt users with a required message. Scanning continues, producing a blank scanned page that is
tracked and charged.

5.5 The "Cancel" and "Logout"” buttons behave inconsistently on the
PaperCut MF Integrated Scanning screens

The "Cancel" and "Logout" buttons behave inconsistently on the PaperCut MF Integrated Scanning

screens:
PaperCut MF screen "Cancel" or Impact
"Logout"
The PaperCut MF Scanning screen (with concel e The scan job is aborted
a processing spinning wheel) e The scan job not sent to the
" — user
Ceneel PaperCutMF smoe Testuser v
e The scan job is tracked
e The user is charged
O E* e The useris logged out
e The scan job is not aborted
e The scan job is sent to the
user
e The scan job is tracked
e The useris charged
PaperCut MF Scan More or Finish screen S e The scan job is not aborted
ance
(with the three buttons — Scan next e The scan job is not sent to
the user
e The scan job is tracked
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page, Scan new document, Finish)

The user is charged

The user is logged out

The scan job is not aborted
The scan job is sent to the
user

The scan job is tracked

The user is charged

| Sean next page ‘

or

‘ Scan new document

followed by

Cancel O r
[=

The current scan job is
aborted; it is not sent to the
user; it is not tracked; the
user is not charged.
However, if there were other
scan jobs before the last scan
job, then those scan jobs are
not aborted; the scan jobs
are sent to the user; they are
tracked, and the user is
charged.

The PaperCut MF Scan Complete screen
(with scan completed status) E

P - .
Ll PaperCutMF smpeTesiuee By
—
ggggggggggggg

The user is logged out

The scan job is not aborted
The scan job is sent to the
user

The scan job is tracked
The user is charged

5.6 Impact of environmental factors on Integrated Scanning

If using Integrated Scanning, then the occurrence of some environmental changes (such as,
Application Server outage, device is disconnected and restarted, network outage) when the user is
on any of the following screens, causes the scan job to be tracked and the user is charged, although

the scan job is not sent to the user:
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e The PaperCut MF Scanning screen (with a processing spinning wheel), or
Scanning =

[ N
| Cancel ‘ PaperCutMF Simple Test User Eb

Processing.

O

e The PaperCut MF Scan More or Finish screen (with the three buttons — Scan next page, Scan
new document, Finish)

Scan More or Finish

]
Cancel ‘ papercut MF Simple Test User E;

3 pages scanned

Scan next page

Scan ey tocimen

5.7 Attributes of scan job logs are unavailable

The PaperCut MF Admin web interface (Logs > Job Log) does not display the Attributes (page size,
duplex or simplex, and color or grayscale) of scan jobs. The column is either blank or just displays
invoice comments (if any).

CHARGED TO PAGES COST DOCUMENT NAME STATUS
. . . Scanned
"“ﬂ"l‘_c":c_'{c simpletestuser simpletestuser 1 go.qp  [scanningl scan . refund
10:17:30 AM -5¢7ba703c959-01.pdf Comment edit

5.8 Phonebook contacts

The list of phonebook contacts visible on the MFD can be limited using the config key
system.scan.fax.contact.max-limit. The default limit is set to 50.
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5.9 In enhanced mode, pressing the 'Sign In’ button before swiping
an authentication card might cause unexpected behaviours

When a user uses an authentication card swipe to log in in enhanced mode, they should not (and
do not need to) press the Sign In button before swiping the card.

Reset  Signin Loglin

PaperCut! F

To continue, swipe your authentication card or select the login method
below.

Usemname and password
A

Pressing the Sign In button could cause the following:

e If the card is not associated with any user, and card association is not enabled, the card
swipe will fail without displaying any error message.

e If the card is not associated with any user, and card association is enabled, after swiping the
card, the card association screen will not be displayed.

o If the card is associated with a user, and the card swipe requires PIN, after swiping the card,
the enter PIN screen will not be displayed.

6 FAQ & Troubleshooting

6.1 IP addresses of the PaperCut MF Application Server

To get the IP addresses of the PaperCut MF Application Server, run any one of the following
applicable commands from the command line prompt:

e For Windows: ipconfig
e ForlLinux, Mac OS: ifconfig

6.2 Device Status "Started (with errors)"

After attempting to install PaperCut MF on the device, if the Device Status displays Started (with
errors), it implies that PaperCut MF installation is unsuccessful because there are errors in the Create
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Device fields (Type, Device name, Hostname / IP, Device's administrator credentials) or errors on
the device or both.

Device Status

Started (with errors) - cannot connect to computer23:80 - This hostname could not be resolved.
Setup will be retried at ©3:05:58 PM. To retry now, press "Apply" below.

Error: Unknown host: computer23

To resolve this:

Address any device-specific errors outlined on the device.

Log in to the PaperCut MF Admin web interface.

Navigate to Devices.

Click the Device Name of the device displaying the error status in the Status column.
Resolve the error based on the cause and resolution as outlined in the Device Status.

ok wWwN PR

Click Apply.

6.3 Device’s first screen and login workflow

After PaperCut MF is successfully installed on the device, the HP FutureSmart 4 Firmware Bundle
Version of the device determines its first screen and the resulting login workflow and actions, which
could be either:

e 6.3.1 Screen with icons

e 6.3.2 White screen with a message

6.3.1 Screen with icons

If the device’s HP FutureSmart 4 Firmware Bundle Version is below 4.5.5, then the device displays a
screen with the following icons:

() Reset Signin @ @ 11:21AM
Copy Scan Print
-
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Clicking Reset, displays PaperCut MF icons:

) Reset Signin @ @ 11:38AM
Account Selection Print Release Scan Copy

Scan Print Fax

pross sin'n

Users can access the PaperCut MF Login screen by any of the following options:

e clicking Sign In,
e using their swipe cards (if the Swipe card authentication option is selected),
e clicking any other application on the device.

6.3.2 White screen with a message

If the device’s HP FutureSmart 4 Firmware Bundle Version is 4.5.5 or above, and it does not allow
unauthenticated users to access device jobs, then the device displays a white screen with the
following default message (to customize this message, see 4.11 Device’s first screen message):

() Reset Signin @ @ 1039

Sign-in is required to use this product.

Users can access the PaperCut MF Login screen by any of the following options:

e clicking Sign In,
e using their swipe cards (if the Swipe card authentication option is selected)

Note: However, if unauthenticated users are allowed to access device jobs, (see, 4.7.1.1 Additional
device jobs) then, the device’s first screen and the resulting login workflow and actions reverts to
that of devices running HP FutureSmart 4 Firmware Bundle Version below 4.5.5. As a result, the
device’s first screen is a screen with the non-PaperCut MF icons, instead of the white screen with a
message (see, 6.3.1 Screen with icons).
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6.4 Swipe card authentication anomalies

After PaperCut MF is successfully installed on the device, if swipe card authentication causes some
problems during login or during card self-association, it implies that the card reader configuration on
the PaperCut MF Admin web interface is incorrect.

To resolve this:

Log in to the PaperCut MF Admin web interface.

Navigate to Devices.

Select the required device.

In the External Device Settings area’s Swipe card > Configure HP Universal USB Proximity

Card Reader (P/N:X3D03A) ensure that if any one of the following card types is selected,

then its conflicting other is not also selected as another card type:

e  FEither HID Prox or HID Prox UID

e Either MiFare CSN (Philips, NXP) or MiFare Ultralight CSN (Philips, NXP)

o  Either MiFare CSN (Philips, NXP) or iClass CSN, 1ISO1443A CSN, 1S015693A (RDR-758x
Compatible)

el

6.5 "Device is not available to use" error

After PaperCut MF is successfully installed on the device, if the device displays the following error
when users attempt to log in, it implies that incorrect modifications have been made to the device’s
settings on the Devices > External Device List > Device Details page:

Sign In failed

The device is not available to use. Please try again in a few
minutes. Please contact the administrator if the problem

persists for more than 15 minutes.

To resolve this:

1. Login to the PaperCut MF Admin web interface.
2. Navigate to Devices.
3. Click the Device Name of the device displaying the error status in the Status column.
4. Resolve the error based on the cause and resolution as outlined in the Device Status area.
5. Click Apply.
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6.6 Device Status "Started (with errors) — Certificate error"

After attempting to enable HTTPS, if the Device Status displays Started (with errors) — Certificate
error, it implies that the limited number of certificates allowed on the device has been exceeded:

Device Status

Started (with errors) - Certificate error.

Error: Device's certificate store has reached its maximum size. Delete unused certificates.

Lastupdated Mar 5, 2018 2:42:57 PM

Refrash

To resolve this:

1. Login to the device’s web interface as an administrator.
2. Navigate to Security > Certificate Management:

Information General  Copy/Print  Scan/DigitalSend Fax  Troubleshooting  Security  HP Web Services Networking

Certificate Management

Certificate Management i X
@ Import Identity Certificate with Private Key

Choose File Certificate Password

Mark private key s exportable

CA Certifitates

When this product connests securely 1o 2 server, for example, 2n SMT? or LDAR server, the (A certificate is used 1o validete
that data s not exchanged with an impester Ta validate server identity, install the certificate of the CA that issued the server

nticity of the server so
tificate
Choase File

(hoose File

Certificates
IssuedTa Issued By Expiration Date

@ hp-e77830papercursoftware.com ip-£77830.papercutsafoware.com 13 Aug, 202, Self-Sig|

Baltimre CyberTrust Root Baltimore (yberTrust Roat 12 May, 202 Aoot (A

DigiCert Assured ID Root (A DigiCert Assured ID Root (A S Nov, 2031 05:00:00  Root CA

Equifax Securs Certificate Autharity Equifiax Secure Cartficate Autharity 51 Root (A

GlabalSign oot (A SlobalSign Root CA Aoot (A

VeriSign Class 3 Public Primary Certification Autharity - G5 VeriSign Class 3 Public Primary Certification Autharity - G5 16 Jul 2036 Root CA

hp-£77830 papercutsofiware.com ig-£77830.papercutsafiware.com 13 Aug. 2022 04 Self-sig|

hello hella 5 Oct, 2037 01:22:55

== ==l ==

Aaot CA

Delete any unused certificates.

Log in to the PaperCut MF Admin web interface.
Navigate to Devices.

Select the required device.

Click Apply.

No v sw

6.7 The device is unable to connect to the PaperCut MF Application
Server using HTTPS (SSL/TLS)

If the device is unable to connect to the PaperCut MF Application Server using HTTPS (SSL/TLS), it is
because there are errors in the HTTPS configuration. To resolve this, ensure the following are
configured appropriately:

e 6.7.1 Config keys

e 6.7.2 FQDN (or IP Address)
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6.7.2

6.7.3 Root and Intermediary Certificates for CA-signed SSL certificates
6.7.4 Self-signed SSL certificates
Config keys

Ensure the config key ext-device.hp-oxpd.use-ssl is set to Y. For more information, see 4.13
Config Editor.

It is recommended that you set the config key ext-device.hp-oxpd.port-num to 443. For
more information, see 4.13 Config Editor.

FQDN (or IP Address)

Ensure that the Fully Qualified Domain Name (or IP address) is the same in each of the following:

6.7.3

the value of the PaperCut MF config key system.network-address

the <SYSTEM-NAME> parameter used in the create-ssl-keystore command when
either re-generating the PaperCut MF self-signed SSL certificate or when importing an official
CA-signed, trusted SSL certificate into the PaperCut MF keystore

the Quota Server URL in the device’s web interface (General > Quota and Statistics Services)

Root and Intermediary Certificates for CA-signed SSL certificates

If using a CA-signed SSL certificate, ensure that the required Root and any required Intermediary
Certificates are installed and listed on the device’s web interface:

1.
2.
3.

6.7.4

Log in to the device’s web interface as an administrator.

Navigate to Security > Certificate Management.

In the CA Certificates > Certificates table, verify that the required Root and any required
Intermediary Certificates are listed.

For example:

Certificates

Issued To Issued By Expiration Date Certificate Type Certificate Usage

COMODO RSA Certification Authority COMODO RSA Certification Authority 18Jan, 2038 23:59:59  Root CA Certificate

COMODO RSA Domain Validation Secure Server CA COMODO RSA Certification Authority 11 Feb, 2029 23:59:59  Intermediate CA Certificate
Note:

e If the required Root Certificate is not listed, click Choose File; select the required Root
Certificate, click Open, and then click Install.

o If the required Intermediary Certificate is not listed, click Choose File; select the required
Intermediary Certificate, click Open, and then click Install.

Self-signed SSL certificates

On newer HP Gemstone devices, it may be required for self-signed certificates to include a country
code. The Country (C) key of the RDN parameter in the create-ssl-keystore command can be
used to set the country code and ensure that the certificate is valid. Refer to the PaperCut MF
manual for more details.
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6.8 "Quota service error”

After PaperCut MF is successfully installed on the device, if the device displays the following error
when users attempt to access device jobs, it implies that there are contractions in the configured
settings (see 4.7.1 Tracking device jobs and 4.7.1.1 Additional device jobs):

"D Message Center SNO)

©  quota service error {  Quota service error

I Black Cartridge very low Invalid transaction data returned from Quota service
It this error persists, contact the administrator.

The device’s web interface also displays a similar error:

@ HP Collor LaserJet Flow E77830 user:Admisistrstar

© - Sigaout
HP Color LaserJet Flow E77830  hp-e77830.papercutsaftware.com

Information  General  Copy/Print  Scan/Digital Send  Fax  Supplies  Troubleshooting  Security ~ HPWebServices  Networking

Device Status
i Log

Device Status

© Quota service error
Supslies

Tellow Caetridge Mageata Cartridge yan Cartridge
rer WRMZME SIN" Order WSOZ3C i rder WS041

Tomte Collection Uit WRMEMC OK
* Estimatod bewets. Actualleveés may vary.

A8 (210a257 e Flai
T3 - 30 70% s20 sheats 3 (z97x820 ) Plain

Seandard bin Lok 500 sheets Wil W

This prevents users from being able to use the device jobs that have contradicting configurations.

To resolve this, ensure that there are no contractions in the configured settings.

e For example, if Track & control scanning is selected (i.e. tracked by PaperCut MF), then its
related device jobs (such as, Scan to SharePoint®, Scan to Network Folder, Scan to USB
Drive) must be made accessible to authenticated users.

[ ]

Similarly, if Track & control scanning is NOT selected (i.e. NOT being tracked by PaperCut
MF), then its related device jobs (such as, Scan to SharePoint®, Scan to Network Folder,
Scan to USB Drive) must be made accessible to unauthenticated users.

6.9 Accessing "locked" administrative jobs

By default, PaperCut MF "locks" certain device jobs (such as, Supplies, Contacts, Reports, Settings,

Support Tools, Job Log). They appear "locked" to non-administrative users (such as, the simple test
user). Only authenticated administrators can access them.
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() signout Simple Test User @ @ 11:50 AM
HP JetAdvantage Quick Sets Supplies
E =
m® =0
Trays Contacts Reports
-—
1 <> Copy

Note: For more information about configuring access permissions for required device jobs, see
4.7.1.1 Additional device jobs.

To access "locked" administrative jobs:

1. Navigate to the PaperCut MF Login screen on the device.
2. Select Local Device:

PaperCutMF v [ Log In

PaperCut MF

Local Device

-]
PaperCutMF

Please enter your username and password

Username

Password
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3. Select Administrator Access Code:

D LocalDevice ¥ SignIn

Administrator Access Code v

Access Code

4. In Access Code, enter the administrator credentials (password) used for the device’s web
interface. For more information, see 2.4.1 Log in to the device’s web interface as an
administrator.

5. Click Sign In.

6. Select the required job (such as, Supplies):

() sign Out Administrator O @ 11:50 AM

o

HP JetAdvantage

=

L

Trays Contacts Reports

7. For more information about each job, consult the applicable third-party documentation
available.

6.10 Paper trays are not configurable

If the device’s paper trays are not configurable, it is because unauthenticated users have been
prevented from accessing the device job Ability to modify tray size and type setting:
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e Either, on the PaperCut MF Admin web interface, the Ability to modify tray size and type
setting is not a value of the config key ext-device.hp-oxpd.guest.permission.whitelist, or it is
a value of the config key ext-device.hp-oxpd.permission.whitelist,

e Or, on the device’s web interface, the Control Panel’s Ability to modify tray size and type
settings checkbox of the Device Guest column is Locked.

For more information, see 4.7.1.1 Additional device jobs.
To resolve this, use any one of the following options:
e 6.10.1 Using PaperCut MF

e 6.10.2 Using the device’s web interface

6.10.1 Using PaperCut MF
To resolve this using PaperCut MF, ensure that the config key:

1. ext-device.hp-oxpd.permission.server-managed is set to Y.
2. ext-device.hp-oxpd.guest.permission.whitelist contains the value Ability to modify tray size

and type settings.
3. ext-device.hp-oxpd.permission.whitelist does not contain the value Ability to modify tray

size and type settings.
For more information, see 4.13 Config Editor.

6.10.2 Using the device’s web interface
To resolve this using the device’s web interface:

1. Ensure that the config key ext-device.hp-oxpd.permission.server-managed is set to N. For
more information, see 4.13 Config Editor.
2. Login to the device’s web interface as an administrator.
3. Navigate to Security > Access Control > Sign-In and Permission Policies.
4. Inthe Control Panel > Trays’:
a. Sign-In Method column, select PaperCut MF:

Control Panel Sign-In Method

= Trays PaperCut MF ~

Ability to modify tray size and type settings

b. Device Guest column, ensure the checkboxes are checked/ ticked, and not Locked:

Control Panel Device Guest
— | Trays
Ability to modify tray size and type settings

5. Click Apply.

6.11 Third-party applications are unable to use card readers

PaperCut MF automatically registers and establishes an exclusive lock on card readers that are
detected on the device. As a result, they cannot be used by any other third-party applications. If the
Swipe card authentication option is not selected (PaperCut MF is not being used for swipe card
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authentication), but third-party applications require access to card readers, then ensure to set the
config key ext-device.hp-oxpd.register.card-reader to Y. For more information, see 4.13 Config
Editor.

6.12 Support for legacy firmware versions

PaperCut recommends running a firmware greater than 4.11 on HP OXP devices. If it is not possible
to run a version this recent there may be some issues with PaperCut MF being able to update the
device configuration successfully when updating settings in the device configuration screen. If you
are running an older firmware and are finding that settings are not being updated on your device
when you update them in PaperCut, then the config key ext-device.hp-oxpd.force-auth-unregister
can be updated to Y (default N) to make PaperCut use an older method to ensure settings are applied
correctly.

6.13 Can I improve the time it takes between swiping a card and
logging in?

Yes. To reduce the login time, PaperCut recommends you set the following config keys:

e ext-device.hp-oxpd.fast-swipe-login-flow=Y
e ext-device.hp-oxpd.skip-hid-restart=Y

For more information, please refer to 4.4 User authentication via swipe cards.

7 Uninstall PaperCut MF - HP OXP

7.1 Temporarily disable PaperCut MF - HP OXP
To temporarily disable PaperCut MF - HP OXP:

1. Login to the PaperCut MF Admin web interface.
2. Navigate to Devices.
3. Select the required device.
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4. In the Configuration area’s Enable/Disable, select a Disable option:

Summary Charging Filters & Restrictions Job Log Statistics Advanced Config

Configuration

Simple configuration options. Advanced configuration options are available Physical identifier
below and on the other tabs. net://hp-fs4-sim
Location/Department

Enable/Disable

+ Enabled
Disable for next 10 minutes
Disable for next 30 minutes
Disable for next hour

External Device Settings Disable until tomorrow
Disable for 1 week

Allows for the configuration of the external device. For example connection Disable for 2 weeks

settings like IP addresses and ports. Disable for 1 month

Disable indefinitely
=

5. Verify that PaperCut MF - HP OXP is disabled:

Configuration
Simple configuration options. Advanced configuration options are available Physical identifier
below and on the other tabs. net://hp-fs4-sim

Location/Department

Enable/Disable
(% Disabled until Oct 6, 2017 11:28:58 AM (Enable)

6. Verify that PaperCut MF - HP OXP is not available on the device to users:

PaperCut +

]
PaperCutMF Lo

PaperCut has temporarily lost connection to the device. Please refresh the page in a few
moments. If the problem persists, contact your administrator.

‘ Refresh ‘

7.2 Permanently uninstall PaperCut MF - HP OXP

To permanently uninstall PaperCut MF - HP OXP:

1. Login to the PaperCut MF Admin web interface.
2. Navigate to Devices.
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3.
4.

5.

Select the required device.
Click Actions > Delete this device:

2023-08-23

Configuration

Simple configuration options. Advanced Physical identifier
configuration options are available below and net://hp-fs4-sim

on the other tabs. R
Location/Department

Enable/Disable
Enabled

Summary Charging Filters & Restrictions Job Log Statistics Advanced Config

Actions (8)

Reset Counts

Copy settings to other devices
Rename this device

Delete this device

V View charging rules

View filter rules

Click Ok:

localhost:9191 says:

Are you sure you want to permanently delete this device?

before continuing.

| Cancel | |

Please ensure the device stays powered-on and connected to the network

oK |

Click Devices and verify that the device is no longer listed (PaperCut MF - HP OXP is

permanently uninstalled).

Verify that PaperCut MF - HP OXP is not available on the device to users:
() Reset Signin @O @ 11:21AM

Copy Scan Print
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8 Appendix A: Device screens

User authentication:

PaperCutMF v Logln

PaperCutMF“

Please enter your username and password

Usemame

| |

Password

| |

Home:
@ Sign Out Simple Test User @ @ 11:15
Account Selection Print Release Scan Copy
Scan Print Fax
-
Ul < Copy

Secure Print Release:

[ [
Advanced Test User [mp Advanced Test User [mb

Ll PaperCutMF Bl < PaperCutMF E
D Select all jobs c PrintRelease » Prep activities - week 1

Prep activities - week 2
U 1 copy, 1-sided, Color, A4 P > Time Jun 13,2018 4:41:03 PM Copies ‘ - + |
D F’re:) aycll:i\l\es;‘vveekﬂ — > User advancedtestuser Duplex mode 1-sided 2-sided

copy, 1-sided. Color, Ad 4 minutes ago
D ??ﬁ?‘iﬂﬂa‘e e et e > Pages 1 Color mode Color Grayscale
O 5““”°\N9W3Lf"‘9'”mp‘a‘9 ) > Account Test Account | 2 | Pagesize A4

copy, 1-sided, Color, Ad day ago

Balance $5000 Cost

-
Print as grayscale | Printas 2-sided [ ] Resetto original

Charging of jobs:
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Advanced Test User

Balance

$50.00

Change account ‘ Confirm

f PaperCutMFp Advanced Testuser B ][ PaperCut MFF Advanced Test User =
‘ type accountname ‘ By Name By Code
?gl;thCCOUnt My Personal Account
Test Account
User

PaperCut MF Integrated Scanning:

f

7]
PaperCutMF

Simple Test User E—V
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Figure 1 Empty state - Add a recipient using manual entry
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Figure 4 Empty state - Add a recipient using manual entry or select a recipient from the phonebook
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Figure 6 Select a recipient using search on the phone book and add to the scrollable list.
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